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Galaxy Antifungal Wash              GGOOFF  55 
 
 
Description: 

Galaxy Antifungal Wash is a ready to use highly effective liquid 
microbiocide for  disinfection and sterilisation of a variety of surfaces, 
including very porous ones.  
It protects the substrate for a long term.  

 
Physical Data: 

Composition : Organic mixture. 
 
Application Details: 

Method : Galaxy Antifungal Wash should be  
applied liberally with a stiff brush to affected areas. 
Moss, lichens, etc. should be left undisturbed for 24 
hours after application of Galaxy Antifungal Wash 
before being removed.  Where growth of fungus, 
mould, etc. is pronounced, a second application of 
Galaxy Antifungal Wash is advised. Stubborn 
infestations may require concentrated or a double 
treatment. Allow to react for 2-3 hours to destroy 
all micro organisms. 

Thinning : Not required. 
Coverage : 10 - 14 m2/ litre. 

 
Remarks:  

Galaxy Antifungal Wash may be used on surfaces where mould or 
fungus is present prior to painting. The use of Galaxy Antifungal Wash 
insures the subsequent coats/ systems. Protective glasses should be 
worn where there is a danger of splashing. 
Contact with the skin may cause irritation and immediate washing with 
soap and water is advised. 

 
Pack sizes:     20 litres and 5 litres.  
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III. DECORATIVE FINISHES  
 

WATER BASED 
 

§ GALAXY SUPERLUX WEATHERGUARD EMULSION GWB 1 

§ GALAXY SUPERLUX SILK VINYL EMULSION GWB 2 

§ GALAXY UNIVERSAL ACRYLIC EMULSION                       GWB 3 

§ GALAXY SUPERLUX STANDARD EMULSION GWB 4 

§ GALAXY PLASTIC EMULSION GWB 5 

TEXTURE FINISHES 
 

§ GALAXY SUPERTEX – TEXTURE COATING  GTF 1 

§ GALAXY MAGNATEX STRUCTURE FINE                            GTF 2 

SOLVENT BASED  
 

§ GALAXY SUPER GLOSS ENAMEL GSB 1 

§ GALAXY SUNGLOSS ENAMEL GSB 2 

§ GALAXY EGGSHELL ENAMEL GSB 3 

§ GALAXY SATIN FINISH GSB 4 

§ GALAXY ALUMINIUM PAINT  GSB 5 

IV. WOOD FINISHES  
 

§ GALAXY WOOD PRESERVATIVE GWF 1 

§ GALAXY NC STAIN  GWF 2 

§ GALAXY VARNISH STAINS GWF 3 

§ GALAXY SYNTHETIC CLEAR VARNISH GWF 4 

§ GALAXY NC SANDING SEALER GWF 5 

§ GALAXY POLYURETHANE CLEAR VARNISH (ONE PACK) GWF 6 

§ GALAXY NC LACQUER CLEAR  GWF 7 

§ GALAXY ACID CURING LACQUER (TWO PACK) GWF 8 

§ GALAXY POLYURETHANE VARNISH CLEAR (TWO PACK) GWF 9 

§ GALAXY EPOXY LACQUER CLEAR (TWO PACK) GWF 10 
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V. ROOF & FLOOR COATINGS  
 

§ GALAXY ROOFING PAINT GRF 1 

§ GALAXY PVA ACRYLIC ROOF PAINT GRF 2 
 
§ GALAXY FLOOR PAINT GRF 3 

§ GALAXY EPOXY FLOOR COATING (TWO PACK)                      GRF 4 
 
§ GALAXY ACRYLIC FLOOR PAINT (TWO PACK)                      GRF 5 

 

VI. SPECIALIZED COATINGS 
 
§ GALAXY BOARD PAINT GSF 1 

§ GALAXY ROAD MARKING PAINT GSF 2 
 
§ GALAXY FIRE RETARDANT COATING GSF 3 

§ GALAXY QUICK AIR DRY ENAMEL GSF 4 
 
§ GALAXY HAMMER FINISH                      GSF 5 
 
§ GALAXY TENNIS COURT PAINT                                 GSF 6 
 
§ GALAXY HEAT RESISTING ALUMINIUM - HT                          GSF 7 
 
§ GALAXY BITUMINOUS ALUMINIUM PAINT GSF 8 

§ GALAXY BITUMINOUS PAINT GSF 9 
 
§ GALAXY SWIMMING POOL PAINT GSF 10 

§ GALAXY ACRYLIC NON-YELLOWING PAINT GSF 11 
 
§ GALAXY CHLORINATED RUBBER PAINT  GSF 12 
 
§ GALAXY ACRYLIC ENAMEL (TWO PACK)                        GSF 13 
 
§ GALAXY EPOXY ENAMEL (TWO PACK)                        GSF 14 
 
§ GALAXY HIGH BUILD EPOXY TANK COATING (TWO PACK)            GSF 15 
 
§ GALAXY EPOXY ALUMINIUM PAINT (TWO PACK)                       GSF 16 
 
§ GALAXY POLYESTER ROLLER COATING GSF 17 
 
§ GALAXY OVERPRINT VARNISH GSF 18 

 
§ GALAXY HEAT RESISTING ALUMINIUM PAINT GSF 19 
 
§ GALAXY SWIMMING POOL PAINT – HP (TWO PACK) GSF 20 

§ GALAXY VINYL SIZE GSF 21 
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VII. MARINE FINISHES 
 
 

§ GALAXY MARINE ENAMEL (ABOVE THE WATER LINE)              GMF 1 
 
§ GALAXY MARINE DECK PAINT GMF 2 
 
§ GALAXY SOFT ANTIFOULING PAINT GMF 3 

 
§ GALAXY HARD ANTIFOULING PAINT GMF 4 

 
 

VIII. AUTOMOTIVE COATINGS 
 
 
§ GALAXY AUTOBODY FILLER                        GAF 1 
 
§ GALAXY SPOT PUTTY GAF 2 
 
§ GALAXY AUTOMOTIVE PRIMER GAF 3 
 
§ GALAXY AUTOMOTIVE FINISH                        GAF 4 
 
§ GALAXY ACRYLIC PRIMER (TWO PACK) GAF 5 
 
§ GALAXY AUTO ACRYLIC ENAMEL (TWO PACK) GAF 6 
 
 

IX. MISCELLANEOUS  
 
§ GALAXY STUCCO PUTTY                       GOF 1 
 
§ GALAXY STEEL/ WOOD PUTTY GOF 2 
 
§ GALAXY PAINT REMOVER GOF 3 
 
§ GALAXY RUST REMOVER                        GOF 4 
 
§ GALAXY FUNGICIDAL WASH GOF 5 
 
§ GALAXY ROOFING COMPOUND GOF 6 

 
§ GALAXY COLOUR BANK GOF 7 
 
§ GALAXY THINNERS AND SOLVENTS GOF 8 
 
 

All information contained herein is given in good faith, based on our specialized 
knowledge and experience. Any guarantee offered applies to Product only as the 
application thereof is beyond our immediate control. 

September 2002
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INTRODUCTION 
 
Dry Surfaces: 
Difficulties are not normally experienced when decorative paint systems are applied to new, 
sound, dry surfaces of even porosity. 
 
Wet Surfaces: 
Special care should be taken if decoration must be applied to surfaces before the building 
fabric has dried out. In these conditions, paint films are liable to chemical attack from alkalis. 
Oil paint applied to damp surfaces will not adhere and may blister or peel. Initial decoration 
should be confined to emulsion paints which, are porous and allow the natural drying-out 
process to continue. 
Alkaline salts contained in the building fabric can be brought to the surface during the drying 
out process, and then form a crystalline deposit, known as efflorescence. All surface deposits 
should be regularly removed by dry brushing and ideally paint should not be applied until all 
efflorescence ceases. 
 
CEILING AND WALL SURFACES 
 
Steel-Float Lime Plaster: 
The hardness and colour of these plasters vary according to the type and amount of lime used. 
They are sometimes highly porous, especially when painting commences several months after 
plastering, reducing the spreading capacity of the paint, particularly the first coat. Properly 
applied lime plaster finishes normally produce a good, solid colour when decorated. Lime 
plasters, which have been incorrectly mixed, poorly applied or over-trowelled, produce a 
surface of uneven porosity and the appearance and durability of the paint finishes will be 
adversely affected. Varying suction of the medium combined with pigment build-up creates a 
“patterning” effect, emphasizing trowel marks, hairline cracks and surface irregularities.  
 
 
 
 
 
 
 

Plaster, Cement, Concrete & Stone 

Plaster, Cement, Concrete & Stone 

I 
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A clear sealer can be used to counteract uneven porosity and produce a uniform base for 
decorative finishes (consult the Galaxy Technical Department for further advice). Highly 
polished new plaster often results in excessive paint spreading rates and therefore reduced 
opacity, necessitating an additional coat. 
 
Steel-Float Cement Finish: 
This type of finish is sometimes preferred to lime plaster where an exceptionally hard, but 
smooth, surface is required. When correctly applied, the surfaces present no decoration 
problems. Incorrect application can result in variable porosity, and consequently a degree of 
colour patchiness when painted, although not to the extent experienced with incorrectly 
applied lime plaster. 
Excessive spreading rates and reduced opacity will result when coating highly polished new 
plaster and an additional paint application may be necessary. 
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Wood-Float Finish/Cement Rendered Surface: 

When properly applied over uniform substrates, they offer good adhesion for paint finishes 

and present no decoration problems.  Incorrect mixing and application will, however, cause 

variable porosity and unevenness of texture, resulting in an unsatisfactory and patchy paint 

finish. 

Newly applied renderings are highly alkaline and, unless allowed to dry out thoroughly, initial 

decoration should be restricted to emulsion paints. 

 

Concrete: 

The surface profile of fair-faced concrete varies from rough to smooth, according to the type 

of shuttering used. It usually has high moisture and alkaline content and initial decoration 

should be restricted to emulsion paint where possible. 

Pre-cast concrete normally has a very smooth surface, equal to that of good plastering, and 

because of its dryness and low porosity, can be decorated with most types of paint finishes. 

 

Brick And Stone: 

The painting of dry brick and stonework does not normally present any problems subject to 

the surface and the concrete pointing should be clean and dry. 

 

Tyrolean/Roughcast And Texture Finishes: 

These vary, both in surface texture and porosity, depending on the sand/cement mixture and 

application technique. Unless properly mixed and efficiently applied, the finish will not be 

uniform in texture or opacity, and a patchy paint finish will result.  

 

 

 

 

Plaster, Cement, Concrete & Stone 

Plaster, Cement, Concrete & Stone 
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Paint consumption on textured finishes will depend on surface porosity, film thickness and 

method of application. 

 

Cement Bag-Washed Surfaces: 

A cement slurry applied by brush or sacking can be used to seal and weatherproof porous 

concrete blocks. Subject to there being satisfactory adhesion between the cement slurry and 

the block work, these surfaces can be overcoated with emulsion and water-based paint. 
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Concrete Building Blocks: 

Emulsion and water-based paints will adhere satisfactorily when applied to dry concrete blocks. 

However, concrete block work is frequently porous and when used for exterior construction, 

especially in damp climates, the application of normal decorative paints will rarely provide 

sufficient weatherproof protection. Wherever possible, exterior concrete block work should be 

cement rendered or bag-washed and painted to produce a weatherproof, decorative finish. 

Plaster, Cement, Concrete & Stone 
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SURFACE PREPARATION 
 
Steel-Float Finish & Lime Plaster: 
Remove all nibs, efflorescence and loose material. Dust off. Make good small cracks and 
imperfections with Galaxy Stucco Putty, sandpaper, and dust off. Allow surface to become 
reasonably dry before applying a coat of emulsion paint. The surface must be completely dry 
before an oil-paint system is applied. 
 
Cement Rendered Surfaces, Fair-Faced & Pre-Cast Concrete: 
Remove dust, efflorescence and loose material with stiff brushes. Scrape off dry cement 
splashes. Large cracks and imperfections should be filled (by the main building contractor) 
with sand/cement mixture. On interior surfaces minor cracks in fair-faced and pre-cast 
surfaces can be filled with Galaxy Stucco Putty. Allow the surface to become reasonably dry 
before applying emulsion paint and completely dry before oil paint is applied. 
 
Textured Finishes, Cement Bag-washed Surfaces: 
Brush down with stiff fibre brushes to remove any loose material and dust off. If surfaces are 
found to be patchy in appearance and porosity, the application of a clear sealer should be 
considered in order to obtain a uniform paint finish (consult the Galaxy Technical 
Department). 
 
Brick & Stone 
Remove dirt, efflorescence and loose material with stiff brushes. Scrape off mortar splashes 
and rake out defective painting before making good with sand/cement. Allow the surface to 
become reasonably dry before applying emulsion paint and completely dry before oil paint is 
applied. 
 
 
 
 
 
 
 
Previously Painted Surfaces In Sound Condition: 

Plaster, Cement, Concrete & Stone 

Plaster, Cement, Concrete & Stone 
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Wash the surface, using a detergent where necessary, to remove stains and rinse with clean 
water. Fill  and smoothen all the surface defects with  Galaxy stucco putty. Rub down with 
sandpaper and dust clean. 
Surfaces previously coated with emulsion paint or matt finish can be overcoated with emulsion 
paint or oil paint. Where a previously gloss painted surface is to be overcoated with emulsion 
paint, the surface should be wetted with water and thoroughly rubbed down to provide a key. 
Once the surface is certified completely  Matt, an emulsion paint can be applied. If this is not 
practical, a coat of oil-based undercoat   is recommended prior to application of emulsion 
paint. 
 
Do not apply Two pack Epoxy and poly urethane two pack  to surfaces previously painted with  
oil paint. 
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Previously Painted Surfaces In Unsound Condition: 
 
Emulsion Painted Surfaces: 
 
Loosely Bound, Powdery & Flaking Surfaces and Walls Previously Painted with Cement Paint, 
Lime Wash, Distemper, etc: 
 
Walls and ceilings, particularly exterior walls, which have been neglected or previously coated 
with White Wash, Lime Wash, Distemper, Cement Paints or other under bound decorations, 
require thorough preparation and treatment prior to redecorating if satisfactory adhesion and 
durability are to be obtained. Paint applied directly to loose and powdery surfaces will quickly 
flake off. 
 
All loose and flaking material should be completely removed, down to a sound foundation or 
the original building fabric, using paint scrapers, stiff brushes, sandpaper, etc. or by 
mechanical means. Wire brushes can be used on stone work but may cause damage when used 
on plastered surfaces. Rough edges should be feathered off and surface defects and cracks 
filled with plaster, sand/cement or wallfiller (on internal walls). The use of inferior grade fillers 
or “Plaster of Paris” Building Plaster should be avoided as these may crack or fall out and 
create adhesion problems later. 
 
The surface should be cleaned down and dusted off (where necessary a detergent solution can 
be used to remove dirt and other deposits and rinsed with clean water). After ensuring the 
surface is completely dry, a minimum of one coat of Galaxy Latex Primer should be applied to 
bind the surface prior to repainting. 
 
 
 
 
 
 
 
 
 
 
Gloss Painted Surfaces: 

Plaster, Cement, Concrete & Stone 

Plaster, Cement, Concrete & Stone 
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Loose, flaking, soft and wrinkled oil paints should be stripped using Paint & Varnish Remover 
or mechanical means where necessary. Rinse off with H2O and white spirit and patch prime 
porous and bare areas only with Alkali Resistance Primer before re-painting. 
 
Where emulsion paints are to be applied over surfaces previously painted with a gloss finish, 
the surface must be thoroughly sand papered and matted down to guarantee good key. 
Alternatively, the surface can be lightly abraded and coated with Universal Undercoat prior to 
applying emulsion paint. 
Do not apply Epoxy Paint to previously gloss painted surfaces. 
 
Mould Infected Areas: 
 
Any surfaces, which are found to be contaminated with mould growth or algae, must be 
thoroughly treated with a fungicidal wash.  
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INTRODUCTION 
 
Maximum protection and decoration can be obtained without difficulty when applying paint 
systems to new, properly seasoned, dry and sound woodwork. However, if the wood is wet, 
inadequately seasoned, or in a deteriorated state, the performance of the paint will be impaired 
unless these defects are rectified. 
Correct preparation and choice of primer is essential, particularly on exterior surfaces, since 
different types of wood absorb moisture to a greater or lesser extent than others, New 
woodwork should be primed before leaving the workshop if it is to be exposed to the weather. 
New primed woodwork should not be left exposed for any length of time, as one coat of 
primer is insufficient protection against moisture penetration. 
Interior woodwork should be primed without undue delay. Surfaces in permanent contact with 
brick, stone, plaster, etc (i.e. door and window frame edges), should be primed before 
installation A second coat of paint is advisable on such surfaces, especially on end grain, to 
provide added protection against moisture penetration. 
 
Wood Preservatives: 
 
Preservatives previously applied to woodwork to combat rot, mould and insect attack can 
cause such problems as bleeding, loss of gloss, poor drying, etc., when the wood is painted. 
When surfaces of this kind are to be painted, it is advisable first to treat a small test area to 
establish whether the above defects appear before painting commences. If any of the above 
phenomena appears after over coating with a paint or varnish, consult the Galaxy Technical 
Department for advice, stating, if possible, the type of preservative used. Timber treated with 
Creosote of similar oil-based wood preservatives/anti-termite treatments cannot normally be 
satisfactorily over coated unless the treatment is removed and the surface prepared down to 
bare timber. 
 
 
 
 
 
 

Woodwork 

Woodwork 

X 
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On projects where the specification calls for a clear finish or special timber treatment such as 
two-pack polyurethane Varnishes, woodcare, etc., preventing the use of a pigmented wood 
primer, the application of Varnish Clear, can be used to protect dry timber from moisture. 
 
Soft Woods: 
Soft Woods, commonly used for interior and exterior work (i.e. doors, architraves, windows, 
skirting, fencing and cladding, etc.) are often porous and have varying degrees of expansion 
and contraction when subjected to temperature and moisture changes. On exterior work, the 
paint system must be sufficiently elastic to allow for the natural movement of the wood and at 
the same time provide a good water resistant and durable finish. Galaxy Super Gloss offers 
maximum protection on exterior timber surfaces, Galaxy Eggshell can also be used on interior 
surfaces but offers less protection than Galaxy Super Gloss on exposed timber. 
 
Where the natural beauty of the timber is to be seen, the use of Galaxy Polyurethane two-pack 
is recommended, the deeper shades offering superior protection against ultra-violet light. For 
interior use, a wide range of gloss and matt varnishes can be considered. 
 
Hardwoods: 
Hardwoods are less porous and do not expand and contract to the same extent as softwoods. 
Being more expensive, their use is normally confined to windowsills, ledges, etc.; surfaces 
where a clear finish is required. 
Certain hardwoods, such as Teak, have a natural oiliness, which can affect paint adhesion 
unless the oil is removed from the surface immediately prior to painting. 
 
Plywood: 
Many different grades of plywood exist, ranging from rough to smooth. There are also several 
qualities for interior and exterior use. Plywood is frequently used for laminating flush doors, 
cupboards, partitions, etc., mainly for interior use.  
 
 
 
 
 
 
Depending on the quality of the plywood, a considerable amount of filling with a high quality 
surface filler, may be necessary to obtain a smooth and uniform finish with gloss or eggshell 
enamel paints. In poor quality plywood flush doors and cupboards, the application of a gloss 
finish may result in defects and undulations.  
 
PREPARATION 
 

Woodwork 
XII 
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Soft Woods: 
Ensure the wood is dry. Prime all joints, tenons, tongues, grooves and meeting surfaces during 
assembly to prevent subsequent absorption of moisture if the joints etc; open after decoration. 
Sandpaper smooth and finely round-off sharp edges. Dust off. Treat all knots and resinous 
parts with a undercoat primer and allow to harden thoroughly. Large and resinous knots 
should be cut out, plugged and planed to produce a smooth surface. 
Primer should be applied liberally and brushed well into the surface paying particular attention 
to end grain. Very porous end grain should be treated with a second application to prevent 
moisture penetration. 
 
Hardwoods: 
Ensure the wood is dry. Prime all joints, tenons, grooves, tongues and meeting surfaces during 
assembly to prevent absorption of moisture if these open after decoration. 
Sandpaper smooth and finely round-off sharp edges. Dust off. Oily timber should be wiped 
thoroughly clean with a cloth dipped in white spirit and allowed to dry. Primers should be 
applied liberally and brushed well into the surface.  Pay particular attention to end grain to 
prevent moisture penetration. 
 
 
 
 
 
 
 
 
 
 
Plywoods: 
 
Ensure the plywood is dry. Thoroughly sandpaper and dust off. The primer should be applied 
liberally and brushed well into the surface in the direction of the grain. 
 
To obtain a smooth and high-class finish, the grain, pores and imperfections of the plywood 
should be filled with an oil-based wood filler. Rub down with fine abrasive paper and dust off 
prior to painting. 
 
Previously Painted Surfaces: 
 
- Sound Condition: 

Woodwork 

XIII 



 
    

Galaxy Paints                       
                              Your Perfect Choice 

Wash down with detergent to remove all dirt and contamination. Rinse off with clean water. 
Rub down with fine sandpaper (preferably waterproof abrasive paper) before re coating with 
gloss or eggshell enamel. Undercoat can be applied where a colour change is required. 
 
-    Unsound Condition 
Remove all loose, flaking, soft or wrinkling oil paint by burning off or with Galaxy Paint and 
Varnish Remover or by mechanical means. 
 
Use sandpaper to smooth and dust off. Treat as for new woodwork. Ensure surfaces are clean 
dry before painting. 
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Choice Of Primer: 
 
The choice of primer is important. Refer to the chart below for guidance: 
 
Primers: 
The following table outlines the correct choice of primer, taking into consideration the surface, 
conditions and requirements. 
 

 Softwood New and 
Burnt Off 

Hardwood New and 
Burnt Off 

Plywood New and Burnt 
Off 

Chipboard 

 
General Interior 

A) Pigmented 
Finish 

 
 
 
 

B) Transparent 
Finish 

 

 
Galaxy Wood 

Primer 
Or 

Galaxy 
Undercoat 

 
 
 

Wood Stain 
(Light Oak, 
Mahogany) 

 
Wood Varnish 
Gloss and Matt 

 
Galaxy 

Aluminum 
Wood Primer  

  
 
 

Spirit Stain and 
NC Gloss Clear 

 
Galaxy Pink Wood 

Primer 
or 

Galaxy Undercoat 
 
 

Spirit Stain  and NC 
Gloss Clear 

 
No Primer needed 
where pre-sealed, 
Galaxy Pink Wood 

Primer for 
unsealed 

 
Spirit Stain  and 
NC Gloss Clear 

 
General Exterior 

 
Galaxy 

Aluminum Wood 
Primer or Galaxy 

Pink Wood 
Primer 

 
Galaxy 

Aluminum Wood 
Primer 

Or 
1. NC Stain 
2. Acrylic 2K 

Varnish 

 
Galaxy Aluminum 
Wood Primer or 

Galaxy Pink Wood 
Primer 

 
No Primer needed 
where pre-sealed. 

Galaxy Wood 
Primer for 
unsealed. 

 
Chemical 

Resistant Finish  

 
Epoxy 2K Sealer 

Clear 
Polyurethane 2K 

Clear  

 
Epoxy 2K Sealer 

Clear 
Polyurethane 2K 

Clear 

 
Epoxy 2K Sealer 

Clear  
Acrylic 2K clear 

 
Epoxy 2K Sealer 

Clear  
Acrylic 2K Clear 

 
Note: Galaxy Wood Primer is available in either White or Pink colour 

Woodwork 
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INTRODUCTION 
 
The effective preservation of metal is dependent upon thorough preparation, to ensure 
complete removal of all corrosion, dirt, oil and grease, followed by the careful application of a 
rust-inhibiting primer, and decorative or protective paint system. 
The metal must be dry and free of rust at the time of painting, otherwise corrosion will form 
beneath the paint film. 
 
PREPARATION 
 
Iron & Structural Steel Work: 
Structural steelwork as used in major constructions such as power stations, bridges, chemical 
plants, industrial buildings, etc., need adequate surface protection against corrosion, by a paint 
system, if maintenance costs are to be kept to a minimum. 
The performance and protection provided by the paint system specified is dependent upon the 
standard of surface preparation, the best of which is considered to be sand blast cleaning. This, 
of course, is only normally economical if carried out at the steel fabricator’s works. On site, 
less efficient methods are often used, consisting perhaps of chipping, scraping and wire 
brushing, or the use of percussion needle pistols, or, on small areas, flame cleaning with 
oxyacetylene burners. 
 
Where it is decided to use blast cleaning the following standards should be achieved: 
 
(a) On new contract work, carry out factory blast cleaning to BS 4232 1st quality (white metal), 

equivalent to Sa 3 approx. Swedish Standard wherever possible. 
 
 
 
 
 
 
 
 
 

Metal Surfaces 

Metal Surfaces 

XV 

XVI 
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(b) On site, 2nd quality finishes obtained by blast cleaning to Swedish Standard     Sa 2½ 
(metal appearance) with cheaper abrasives, are usually acceptable 

 
(c) This finish is obtained more quickly and is adequate for most purposes. 
 
Whatever the method of preparation, the metal should not be left exposed but must be coated 
with a holding primer immediately or within 1 hour of cleaning. 
 
Pre-treatment Primers: 
 
(a) General Interior & Exterior   -  Galaxy Self Etching Primer (Wash Primer) 

Galvanized Surfaces 
(b) Coastal Exposure   -  Galaxy Chlorinated Rubber Zinc Chromate  
   Primer/H. B. Epoxy Primer 
(c) Chemical Resistant   - Galaxy Epoxy Red Oxide/Zinc Chromate/  
    H.B. Epoxy Primer /Epoxy Cold Cure  
    Primer 
 
Contaminated Surfaces: 
Surfaces, which have been exposed to industrial or marine atmosphere, should be washed 
either using clean, fresh water or steam. It is imperative that the surface is perfectly dry before 
priming. 
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Fire Hazard:  

 
In certain locations, i.e. refineries or chemicals plants, the use of steel wire brushes or 
percussion needle pistols may be prohibited due to fire hazards. Special non-ferrous tools 
are available for use under these conditions (i.e. Phosphate Bronze Brushes). 

 
Delay Prior to Priming: 

 
Regardless of the method of surface preparation, a rust inhibiting primer (refer Primer 
Chart) should be applied immediately after the cleaning operation is completed and 
certainly before the surface has time to corrode in any way – i.e. within 1 hour. 

 
Relative Humidity Viewpoint: 

 
Structural steelwork should not be painted when the relative humidity is above 80%. 

 
Repair Mechanical Damage on Site:  

 
After erection, any damaged areas of prefabrication or conventional primer should be re-
prepared and patch primed with the same primer as was originally used. 
Final painting systems should not be applied unless it can be established that the primed 
surface is in sound condition to receive further coats of paint. 

 
 
 
 
 
 
 
 
 
 
 
 
Galvanised Iron:   

 

Metal Surfaces 

Metal Surfaces 
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New: 
De-grease with white spirit and ensure the surface is clean and dry. On exterior work, 
allow the surface to etch by weathering or treat with Galaxy Etch Primer prior to the 
application of the appropriate topcoats. 
 

Old: 
Prepare as for Iron and Steel. 

 
Copper, Brass  & Aluminium Alloys: 

 
De-grease with white spirit and ensure the surface is clean and dry. If the surface is highly 
polished, roughen using steel wool or other suitable abrasive. 

 
Previously Painted Surfaces: 

 
Remove all loose paint and corrosion mechanically. Remove all dirt, oil and grease from the 
surface by swabbing with lint-free rags soaked in white spirit. Ensure the surface is 
thoroughly dry. 
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Choice of Primer: 
The correct choice of primer is essential. The following table indicates the recommended 
primers for various surfaces, taking into consideration the conditions and requirements. 
 

SURFACE IRON & STEEL GALVANISED IRON COPPER ,  BRASS & 
ALUMINUM ALLOYS 

General Interior Galaxy Zinc Phosphate 
Primer or Galaxy Zinc 
Chromate Primer or 

Galaxy Red Oxide/Zinc 
Chromate Primer 

Galaxy Etch Primer Galaxy Etch Primer 
Galaxy Zinc 

Phosphate Primer or 
Galaxy Zinc 

Chromate Primer  

General Exterior Galaxy Red Lead Primer 
or Galaxy Zinc Phosphate 

Primer or Galaxy Zinc 
Chromate Primer or 

Galaxy Red Oxide Primer 
 

Galaxy Etch Primer Galaxy Etch Primer 
Galaxy Zinc 

Phosphate Primer or 
Galaxy Zinc 

Chromate Primer 

Coastal Exposure Galaxy Red Lead Primer 
or Galaxy Zinc Phosphate 

Primer 

Galaxy Etch Primer  Galaxy Etch Primer 
plus Galaxy Zinc 

Phosphate Primer or 
Galaxy Etch Primer 

plus Galaxy Zinc 
Chromate Primer 

 
Chemical Resistance Galaxy  Epoxy Red 

Oxide/Epoxy Zinc 
Chromate Primer 

Galaxy Etch Primer 
plus Galaxy Epoxy 

Red Oxide/Zinc 
Chromate  Primer 

 

Galaxy Etch Primer 
plus Galaxy Red 

Oxide/Zinc 
Chromate Primer 

Lead-Free System (for 
Drinking Water Tank 

etc.) 

Galaxy Zinc Phosphate 
Primer or Galaxy Epoxy 
Zinc Phosphate Primer 

Galaxy Zinc 
Phosphate Primer or 
Galaxy Epoxy Zinc 
Phosphate Primer 

 

Galaxy Zinc 
Phosphate Primer or 
Galaxy Epoxy Zinc 
Phosphate Primer 

 
Note: 
Where alternative primers are shown, these are given in order of superiority, taking into 
consideration their rust-inhibiting properties. 
 
 
 

Metal Surfaces 
XIX 

 XX 



 
    

Galaxy Paints                       
                              Your Perfect Choice 

 
 
 
 

INTRODUCTION 
 
Softboards: 

Softboard panels are frequently used for ceilings in domestic and commercial buildings. They 
are very porous and are normally decorated with matt finishes, invariably emulsion paint. 
Where the softboard is exceptionally porous or is to be subjected to humid conditions (i.e. 
when used in kitchens or bathrooms), it should be primed with Galaxy Alkali Resistant Primer 
before coating with emulsion paint. 
 
Acoustic tiles manufactured from softboard should not be decorated with oil paints, which 
reduce the acoustic properties, but should be coated directly with emulsion paint. 
 
Hardboards: 

These normally have a hard, polished (front) surface and their porosity may vary considerably 
depending on the brand and quality of the hardboard. Certain types of oil tempered 
hardboards retard the drying of oil paints and create bleeding problems when over coated. 
They require to be sealed with a special hardboard sealer (consult the Galaxy Technical 
Department). 
 
Chipboards: 

These vary considerably in texture and porosity. Double pressed chipboard can have a 
comparatively smooth finish whereas single pressed chipboard is often very porous and has a 
rough texture that cannot easily be disguised by the application of normal decorative paints 
unless the entire surface is filled prior to decoration. Sealed chipboard can normally be directly 
painted with emulsion paint but when an oil paint finish is required a primer should be 
applied after ensuring the surface is completely dry. 
 
 
 
 
 
 
Unsealed chipboard can create bleeding problems when directly coated with emulsion paints 
due to the presence of water soluble chemicals within the chipboard excluding to the surface 
and staining the paint film. If this phenomenon arises, the chipboard should first be primed 
with an oil-based undercoat prior to the application of the emulsion paint finish. 

Wall and Ceiling Board 

Wall and Ceiling Board 

XXI 



 
    

Galaxy Paints                       
                              Your Perfect Choice 

 

Expanded Polystyrene Tiles & Sheeting: 

The use of expanded polystyrene is normally restricted to ceilings and, where necessary, the 
surface can be directly coated with emulsion paint. The use of solvent-based paints should be 
avoided where possible due to possible reaction between the solvent and the polystyrene. 
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PREPARATION 
 
Softboards: 
Brush down to remove loose material. Ensure that the surface is completely clean and dry. 
Prime metal fixings with the appropriate metal. 
 
Hardboard: 
Sandpaper smooth where necessary and dust off. Prime metal fixings with the appropriate 
metal. All nail holes should be filled once the primer is dry. 
Ensure the boards are dry at the time of painting. Apply a hardboard sealer (consult the 
Galaxy Technical Department) when coating oil-tempered hardboard. 
 
Chipboard: 
Dust off and ensure the surface is completely dry prior to painting. 
 
Expanded Polystyrene Tiles And Sheeting: 
Lightly brush down to remove surface dust prior to painting. 
 
NOTE: 
Where dampness may gain access to the back of wall board and ceiling boards, the backs and 
edges should also be painted. 
 
Previously Painted Surfaces: 
Clean down thoroughly to remove all dust, dirt and deposits, and ensure the surface is dry 
before re-painting. Any loose and flaking material must be completely removed if satisfactory 
adhesion is to be obtained. Underbound, powdery surfaces, after thorough preparation, should 
be sealed with Galaxy Latex Primer sealer before re-painting. 
For best results, emulsion painted surfaces should be primed with Galaxy Latex Primer Sealer 
before finishing with gloss or eggshell enamel. 
 
 
 
 
 
 

Wall and Ceiling Board 

Wall and Ceiling Board 
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Choice of Primer: 
 
Primer: 
The correct choice of primer is essential. The following table outlines the primer to be used, 
taking into consideration the surface and requirements. 
 

 Softboard 
(Cellotex Sheets, 

etc.) 

Sealed Hardboard Oil Tempered 
Hardboard 

Chipboard Expanded 
Polystyrene Tiles & 

Sheeting (i.e. 
Styropor) 

Emulsion 
Paint 

No Primer 
needed (See 

Note 1 below) 

No Primer 
needed (See 

Note 1 below) 

Galaxy 
Hardboard 

Primer/Sealer 

Sealed Chipboard, 
no primer needed. 

Unsealed 
Chipboard Galaxy 

Undercoat (See 
Note 2 below) 

No Primer 
needed 

 
Oil Paint 
(Gloss 

Eggshell, 
etc.) 

 
Galaxy Latex 
Primer Sealer 

 
Galaxy Wood 

Primer 

 
Galaxy 

Hardboard 
Primer Sealer 

 
Galaxy Wood 

Primer or Galaxy 
Acrylic Primer/ 

Sealer/ 
Undercoat 

 
Not 

recommended 

 
Two Pack 

Epoxy Cold 
cure Paint 

 
Not 

recommended 

 
No primer 

needed 

 
Not 

recommended 

 
No Primer needed 

 
Not 

recommended 

 

Metal fixings must be primed with the appropriate metal primer. 
Notes:     1.   Apply Galaxy Latex Primer Sealer when surface is to be subjected to damp or 

humid conditions. 
 

2. Unsealed chipboard can create bleeding problems when directly coated with 
emulsion paints due to the presence of water-soluble chemicals within the 
chipboard excluding to the surface and staining the paint film. If this 
phenomenon arises, the chipboard should first be primed with an oil-based 
undercoat prior to the application of the emulsion paint finish. 

 
 
 
 
 
 
 

INTRODUCTION 
 

Asbestos Cement Sheets 
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Asbestos Cement Sheets are exceptionally hard and strongly alkaline when new. The sheets 
should be perfectly dry before an impervious paint treatment is applied. Where dampness may 
gain access to the back of the sheets, they should be treated with a heavy application of primer 
or black bituminous paint on the backs and edges before fixing. 
 
Asbestos cement rainwater pipes should not be painted unless the inside of the pipe is 
adequately sealed. Asbestos cement gutters require painting on both sides. 
 

PREPARATION 
Ensure the surfaces are dry at the time of painting. Brush down to remove all dust and loose 
material. Prime metal fixings with the appropriate metal primer (use Galaxy Zinc Chromate 
Yellow on galvanised iron fixings). 
 
Previously Painted Surfaces: 
 
Sound Condition: 
Wash down with a detergent solution to remove all dirt and deposits. Rinse off with clean 
water. Gloss painted surfaces should be well rubbed down (wet) to form a key. Where a 
previously gloss painted surface is to be overcoated with an emulsion paint, the gloss must be 
completely matted down by sandpapering to guarantee good inter-coat adhesion. Alternatively, 
after minimal preparation, a coat of undercoat can be applied prior to application of the 
emulsion paint. 
 
Unsound Condition: 
Scrape and brush down to remove all loose and flaking material. Wash down with a detergent 
solution to remove all dirt and deposits, Rub down irregular edges caused by flaking, etc.  
 
 
 
 
 
Mould affected areas must be treated before decoration (Refer Technical Data  GOF 5). Rinse 
with clean water and allow drying before applying a coat of Galaxy Latex Primer Sealer. 
 
Soft and wrinkled oil paints must be stripped with Galaxy Paint Remover. Rinse clean with 
White Spirit and allow to dry. Patch prime bare asbestos with the appropriate primer. Gloss 
painted surfaces must be well rubbed down (wet) to form a “Key”. If gloss painted surfaces are 
to be overcoated with emulsion paint, a coat of Galaxy undercoat is recommended prior to 
finishing with emulsion paint to guarantee good inter-coat adhesion. 

Asbestos Cement Sheets 
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Where breakdown of the previous decoration has been caused by the penetration of moisture 
or rainwater through the backs of the asbestos sheets, after allowing the asbestos to dry out, 
the reverse side should also be painted to prevent further breakdown. 
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Primer: 
 
The correct choice of primer is essential. The following table outlines the primer to be used, taking 
into consideration the type and condition of the surface and finish required. 
 

 New Asbestos Cement 
Sheets 

Asbestos Cement 
Gutters and 

Rainwater Pipes 

Previously Painted Sound 
Condition 

Asbestos Surface old porous 
and loosely bound surface 

Emulsion 
Paint 

No Primer 
needed (See Note 

1 below) 

Galaxy Universal 
Alkali – 

Resisting Primer 

Oil Painted Surface 
– no Primer needed. 
Emulsion painted 
surfaces – Galaxy 
Latex Primer Sealer 

Galaxy Bonding  
Liquid 

 
Chlorinate
d Rubber 

Paint 

 
Galaxy 

Chlorinated 
Rubber/Alkali 

Resisting Primer 

 
Galaxy 

Chlorinated 
Rubber Alkali 

Resisting Primer 

 
Not recommended 
unless overcoating 
similar product. No 

Primer needed 

 
Not recommended 
unless overcoating 
similar product. No 

Primer needed 
 

Two Pack 
Epoxy 
Paint 

 
No Primer 

needed 

 
No Primer 

needed 

 
Not recommended 
unless overcoating 
similar product. No 

Primer needed 

 
Not recommended 
unless overcoating 
similar product. No 

Primer needed 
 
Notes: 1. Apply Galaxy Latex Primer Sealer when surface is to be subjected to damp 

humid conditions. 
 

2. Metal fixings should be primed with the appropriate Primer. 
Galaxy Zinc Chromate Yellow is recommended for use on galvanised iron 
fittings. 
 

3. Do not apply Two Pack Epoxy Paints over gloss paints or eggshell enamels. 
 

 
 
 
 
 

Galaxy Red Oxide Primer                           GGPPRR  11                                           

Figure 1 

 

Asbestos Cement Sheets 
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Description: A general purpose metal primer suitable to use on a new and uncoated 

iron and steelwork and non-ferrous metals. A special synthetic resin 
incorporating Red Oxide pigments with anticorrosive properties. It has 
excellent filling and mechanical properties and dries to a tough, hi-build, 
matt coating. Galaxy Red Oxide Primer exhibits good anticorrosive 
properties under coastal and inland conditions. 

 
Physical Data: Binder         :  Modified alkyd. 

Pigments     :  Red oxide and functional. 
extenders. 

Appearance   :  Matt. 
Colour Range       :  Red. 

 
Drying time   Touch Dry     :  1 hr. 
at 300C:  Dry to handle  :  6hrs. 
 
Application Details :Mixing          :  Stir thoroughly with a flat paddle  

until homogeneous. 
Method          :  Brush, roller , spray. 
Thinner         :  Galaxy Mineral Turpentine. 
Percentage   :  8% maximum by volume. 
of thinner  
Cleaning        :  Galaxy Mineral Turpentine. 
No. of Coats    :  Minimum two. 
Coverage       :  8-10 sq metre/litre. 

 
Remarks:  Prepare surface and patch prime bare metal areas with 1 coat of Galaxy 

Red Oxide/Zinc Chromate Metal Primer.  
Also available in Gloss on special order. 

 
This primer is not recommended for use on new,  unweathered 
galvanized iron, including G.C.I roof sheets, unless the surface is first 
pre-treated and primed as per specifications. 

 
Pack  sizes:  4 litres, 1 litre and ½ litre. 
 
 
 
 
 
 Galaxy Zinc Chromate Primer                    GGPPRR  22                                           

Figure 2 
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Description:  Galaxy Zinc Chromate Primer is a quick drying rust inhibitive  

primer based on modified alkyd resin. A general-purpose primer for 

application on steel, galvanized steel and aluminium, it is a highly 

effective rust preventive primer for interior and exterior use. 

 
Pretreatment with Galaxy Etch Primer is essential when using over 
galvanized steel and aluminium.  

 
Physical Data: Binder        : Modified alkyd . 

Pigment      : Zinc chromate.  
Appearance   : Matt. 
Colour       :         Yellow. 
No. of components :         One. 

 
Drying time:  Touch Dry     :  Approximately 1 hr. 
at 300c:  Hard Dry       :  16hrs. 

Next Coat     :  Overnight. 
Flash Point   :  390C. 
 

Application   Mixing           :  Stir thoroughly with a flat paddle 
Details:       until homogeneous. 

Method          : Brush, spray, airless spray and 
 Roller. 

Thinning        :  Mineral turpentine. 
Percentage   :  5% maximum by volume for 
of thinner    brush, 10% maximum by volume 

for airspray, 2% maximum by  
volume for airless spray. 

Cleaning        :  Mineral Turpentine. 
No. of Coats   :  Minimum two. 
Coverage       :  8 sq metre/litre 

 
….2 

 
 

(2)          GGPPRR  22 
 
 
 
Remarks:  Galaxy Zinc Chromate Primer is used as a first coat on derusted, 

preferably blasted steel, to Sa 2.5. It can also be used on degreased 
aluminium and galvanized steel after proper surface pretreatment with 
Galaxy Etch Primer 

. 
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Subsequent Coats: Galaxy Universal Undercoat followed by Galaxy SuperGloss Enamel or 
Galaxy Gaysilver Aluminium paint. 

 
Pack sizes:   4 litres, 1 litre and ½ litre. 
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Description: 

A Rust protective primer suitable to use on a new and uncoated 
iron and steelwork and non-ferrous metals. 
A special synthetic resin incorporating Red Lead pigment and 
functional extenders. 
It has excellent filling and mechanical properties and dries to a 
tough, hi-build, matt coating. Galaxy Red lead Primer exhibits 
good anticorrosive properties under coastal and inland 
conditions. 

 
Physical Data:  Binder         :  Modified alkyd. 
 Pigments     :  Red Lead and functional  
     extenders. 
 Appearance   :  Matt. 
 Colour       :  Red. 
Drying time at 300C: 
 Touch Dry     :  1 hr. 
 Dry to handle  : 6hrs. 
Application Details: 

Mixing          :  Stir thoroughly with a  
     flat paddle until  
     homogeneous. 

Method          :  Brush, Roller and Spray. 
Thinner         :  Galaxy Mineral  

Turpentine. 
Percentage   :  8% maximum by volume. 
of thinner   
Cleaning        :  Galaxy Mineral Turpentine. 
No. of Coats    :  Minimum two. 
Coverage       :  8-10 sq metre/litre. 

 
Remarks:. This primer is not recommended for use on new, unweathered 

galvanized iron, including G.C.I roof sheets, unless the surface is 
first pre-treated and primed as per specifications. 

 
Pack sizes:   4 litres, 1 litre and ½ litre. 
 

Galaxy Red Lead Primer                         GGPPRR  33                                           

Figure 3 
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Description: A good quality, multi-purpose undercoat, which provides a 

flexible, non-absorbent foundation for gloss finishes.  
Brushes deep into cracks, filling minor irregularities.  
Suitable for interiors and exteriors and can be used on all 
type soft surfaces, i.e. on wood, metal, plaster, stone, 
asbestos, etc. over the appropriate primer. 
Manufactured from pigments and extenders incorporated in 
a good quality alkyd resin . Durable and has Good coverage, 
obliterating and sanding properties.  It provides a sound 
base for the subsequent finishing coat. 

 
Physical Data:  Binder             :  Modified Alkyd.  

Pigments            :  Rutile Titanium Dioxide and  
functional extenders. 

Appearance        :  Matt. 
Colour            : White and shades as per  

shade card. 
Drying time at 300C: Touch Dry    :  Approximately 1 hr. 

Recoating   :  Overnight. 
 
Application Details: Mixing         :  Mix thoroughly with a flat  

paddle until homogeneous. 
Method          :  Brush, Roller and Spray. 
Coverage       :  8 sq meter/litre. 
Thinner        :  Use Galaxy Mineral  

Turpentine. 
Percentage  
of Thinner  :  8% maximum by volume. 
Cleaning       :  Use Galaxy Mineral  

Turpentine. 
No. of Coats  :  Minimum 2. 

 
….2 

 

(2)        GGPPRR  44 
 
 
 
Remarks:  New primed metal, wood, plaster, etc.: Prepare surface (see 

relevant surface preparation sheets for plaster, metal wood). 

Galaxy Universal Undercoat                       GGPPRR  44                                           

Figure 4 
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Apply one coat of Galaxy Undercoat over the appropriate 
primer.  For maximum protection and when overcoating a 
dark primer with pale undercoat, a second coat of undercoat 
is recommended. 
Previously painted surfaces in unsound condition: Prepare 
surface and patch prime bare surfaces with appropriate 
primer. Apply one coat of Galaxy Undercoat.  
Previously painted surfaces in reasonable condition: Prepare 
surface. Apply one coat of Galaxy Undercoat. 
Previously painted surfaces in good condition: Rub down 
with fine sandpaper. If previous gloss or eggshell finish is in 
good condition, the application of an undercoat can be 
avoided except when a colour change is required 

 
 
Pack sizes:    4 litres, 1 litre and ½ litre. 
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Description: Galaxy Latex Primer Sealer is an eco-friendly primer, which 

converts a non-uniformly porous, underbound and alkaline 
cement and plaster surface into an inert non-absorbent uniform 
surface. 
Application of this sealer, either directly on the surface or over 
putty, ensures uniformity of shade and increase in the covering 
capacity of finished paint. 
Its high penetrating power in the plaster and presence of 
effective fungicide and bactericide leave no chance for fungi to 
grow on the painted surface. 

 
Physical Data:  Binder                  :  Special Co-Polymer. 

Pigments              :  Alkali resistant pigments. 
Appearance          :  Matt. 
Colour  Range      :  White and selected shades. 
 

 Drying time at 300C: Touch Dry    :  Approximately 30 minutes. 
Hard Dry      :  Approximately 1 hr. 
Next Coat      :  After 1 hr. 

 
Flashpoint:   Non-flammable 
 
Application Data:  Mixing         :  Stir thoroughly with a flat  

paddle until homogeneous 
Method        :  Brush, short nap roller and  

Spray. 
Thinning      :  Water. 
Percentage   :  10% maximum by volume. 
of thinner   
Coverage     :  8-10 sq meter/litre. 
 
 
 
 

….2 
 
 
 

(2)        GGPPRR  55 
 
 

Remarks:    Galaxy Latex Primer Sealer should be thinned with water  
before applying to walls and ceilings to facilitate penetration.  

 

Galaxy Latex Prime 
 

r Sealer                      GGPPRR  55                                           

Figure 5 
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The surface should be free from grit, dirt and grease. Fill hairline 
cracks and minor voids with Galaxy Stucco Putty. Sand lightly 
with sandpaper and thereafter apply Galaxy Latex Primer Sealer 
thinned with water. 

 
Subsequent Coat: Galaxy Universal Acrylic or Galaxy Weatherguard for the best-

desired results. 
 
Pack sizes:    200 litres, 20 litres and 4litres.  
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Description: Galaxy Bonding Solution is a clear, resin based binding agent for 
interior and exterior use.It binds and consolidates soft and friable 
and under bound surfaces. 
A unique versatile clear alkali resistant sealer, which has an 
excellent penetration into excessively porous surfaces. 

 
Physical Data:  Binder  : Modified acrylic. 

Pigments  : nil. 
Appearance  : Glossy. 
Colour  : clear. 

 
Drying Time at 300c: Touch Dry  : 4hrs. 

 Recoating   : 16 hrs Min. 
 
Application Details:  Method  : Brush, Roller or Spray. 

Mixing  : Stir thoroughly with a flat  
Paddle. 

Thinner:  : Ready for use on highly 
porous surfaces, Galaxy  
Mineral Turpentine.             

Coverage  : 5m2/litre. 
Cleaning   : Clean with Galaxy Mineral  

Turpentine. 
 
Remarks: Application by brush or roller is preferred to allow the material 

to be worked into the surface. Not suitable for wet and highly 
alkaline surfaces 

 
Pack sizes:   5 litres and 1 litre.  
 

Galaxy Bonding Solution                             GGPPRR  66                                           

Figure 6 
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Description: Galaxy Wood Primer is a supreme quality, multi-purpose primer 

for soft wood, plywood, and chipboards, which provides a 
flexible, non-absorbent foundation for gloss finishes,  brushes 
deep into cracks filling minor irregularities.  Suitable for interiors 
and exteriors, it can be used on all type soft surfaces  
Manufactured from pigments and extenders incorporated in a 
good quality alkyd resin, Galaxy Wood Primer is durable and has 
good coverage, obliterating and sanding properties.  It provides a 
sound base for the subsequent finishing coat. 

 
Physical Data:  Binder                   :  Modified Alkyd.  

Pigments               : Rutile Titanium Dioxide and  
functional extenders. 

Appearance           :  Matt.. 
Colour Range      :  White and shades as per  

shade card. 
 
Drying time at 300c: Touch Dry     :  Approximately 1 hr. 

Recoating            :    Overnight. 
 
Application Details:  Mixing            :  Mix thoroughly with a flat  

paddle until homogeneous. 
Method           :  Brush, Roller and Spray. 
Coverage        :  8 sq meter/litre. 
Thinner          :  Use Galaxy Mineral  

Turpentine. 
Percentage of thinner :  8% maximum by volume. 
Cleaning        :  Use Galaxy Mineral  

Turpentine. 
No.of.coats    :  Minimum 2. 

 
Remarks:  Treated wood with water repellants and preservatives is best 

primed with Galaxy Aluminium Wood Primer. 
 
Pack sizes:    4 litres, 1litre and ½ litre. 

Galaxy Wood Primer                                  GGPPRR  77                                           

Figure 7 
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Description: Galaxy Aluminium Wood Primer is a quick drying primer 

consisting of wood preservatives recommended for exterior 
and interior wooden works.  
It is manufactured from top quality, lead–free pigments with 
proportion of aluminium dispersed in the desired suitable 
medium. 

 
Physical Data:  Binder          :  Hydrocarbon. 

Pigment        :  Aluminium. 
Appearance   :  Matt. 

 
Drying time at 300c: Touch dry  :  45 minutes. 

Recoating  :  overnight. 
 
Application Details: Mixing     :  Stir thoroughly with a flat  

paddle until homogeneous 
Method     :  Brush or spray. 
Thinner    :  Galaxy Mineral Turpentine. 
Percentage   :  2-3% volume. 
of thinner   
Cleaning   :  Galaxy Mineral Turpentine. 
No. of coats  :  Minimum two. 
Coverage   :  6 sq metre/litre. 

 
Pack sizes:    4 litres, 1litre and ½ litre. 
 
 
 
 
 
 
 
 

Galaxy Aluminium Wood Primer         GGPPRR  88 

Figure 8 
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Description: Galaxy Chlorinated Rubber Primer is based on the specially 

formulated chlorinated rubber/plasticizers paint recommended 
for use under Galaxy Chlorinated Rubber Paint. It is suitable for 
damp surfaces and recommended for industrial  and  hard 
wearing surfaces. 

 
Physical Data:  Binder                    :  Chlorinated Rubber/Plasticizer  

combination. 
Pigments               :  Rutile Titanium Dioxide and/or  

colour pigments and functional  
extenders. 

Colour Range         :  White and colours. 
Appearance           :  Eggshell. 
No. of Components :  one. 
Flash Point           :  26oC. 

 
Drying time at 30oc: Touch Dry     :  Approximately 30 minutes. 

Hard Dry       : Approximately 5 hours. 
 
Application Details : Mixing        :  Stir thoroughly with a flat  

paddle until homogeneous. 
Method          : Brush, Roller or Spray. 
Thinning        :  Use C.R. Thinner. 
Percentage  :  For porous surfaces, thin down 

first coat with maximum  
10-12% by volume using C.R.  
Thinner to aid penetration.  
For conventional spraying, thin  
with 8% by volume of C.R.  
Thinner. 

Cleaning     :  Use C.R. Thinner. 
No. of Coats  : Minimum 2. 
Coverage      :   8 sq meter/litre. 

 
 
 

….2 
 

(2)        GGPPRR  99 
 
 
 
Remarks:  

Galaxy Chlorinated Rubber Primer           GGPPRR  99                                         

Figure 9 
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Galaxy Chlorinated Rubber Primer should be applied directly on 
cleaned and thoroughly dried concrete. Because of its self priming 
properties, apply first coat after 25% thinning with C.R. Thinner 
to ensure good penetration. Subsequent coats should be diluted 
5-10% for ease of application only. Usually three coats of 
application are recommended. Painting under the hot sun should 
be avoided to prevent the solvent from bubbling. 

 
Pack sizes:     4 litres and 1 litre. 
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Description: Galaxy High Build Epoxy Primer is a two Pack primer designed 

for use on metal surfaces. It provides maximum protection to the 
metal in addition to a sound base for the subsequent Epoxy and 
Acrylic Paint systems.  
An excellent primer for steel, it is unaffected by exposure to 
severe environments when overcoated with a suitable finishing 
paint system. 

 
Physical Data:  Binder  : Epoxy/Polyamide resin  

Combination. 
Pigments  : Titanium Dioxide and  

functional extenders. 
Appearance  : Matt. 
Colours  : As per shade card. 
No. of Component : Two. 
Mixing Ratio  : Base: Hardener. 
(By volume)                4:1 
Pot Life   : Approx. 6 hours after mixing at  

300c. 
Drying Time:  Dust Dry  : Approx. 2 hrs at 300c. 

Hard Dry  : 16 hrs. 
Recoating   : After 6 hrs. 

 
Application Details:  Mixing  :  Base and the hardener to be  

mixed in the supplied ratio and  
allowed to mature for 15  
minutes. 

Method  : Brush, airless spray or air  
spray.Airless spray data:  
Nozzle 0.015²,  
Pressure 150 kg/cm2.  
 
 
 
 

…..2 

(2)          GGPPRR  1100 
 
 

Application Details:  Coverage  : 8-10 m2/litre. 
Thinning  : Epoxy Thinner. 

Galaxy High Build Epoxy Primer                GGPPRR  1100 
(Two Pack)                  

Figure 10 
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Percentage of 
Thinner  : Brush 10% by volume. 
    Air spray 15% by volume. 
    Airless spray 5% by volume. 
No. of Coats  :  Minimum 2 . 

 
Remarks:    Steel surface should be blasted to sa 2.5 or mechanical  

cleaning to st 2. 
 
Galaxy Epoxy Primer Two Pack to be applied at a DFT of 50 
microns per coat. 
Subsequent Coats: Galaxy Epoxy Enamel Two Pack should be 
applied after 16 hours but within 7 days of the application of 
primer or Galaxy Polyurethane 2k. 

 
 
Pack sizes:   4 litres and 1litre. 
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Description: Galaxy Etch Primer - two pack is used as a key coat to ensure 

good adhesion of alkyd, vinyl, acrylic, chlorinated rubber primers, 
etc. on to 'difficult’ substrates such as aluminium, galvanised 
steel, various alloys and fibre glass. 
The catalyst is a solution of phosphoric acid. 
Galaxy Etch Primer cannot be regarded as a true primer but 
merely as a pretreatment primer which does not contribute to 
the total DFT. 

 
Physical Data:  Binder      :  Polyvinyl Butral Resin . 

Pigment     :  Zinc Tetroxy Chromate and  
functional extenders. 

Appearance   :  Matt . 
Colour          :  Yellow. 
No. of  
Components  :  Two. 
Mixing Ratio        :     Base: Hardener. 
(By volume]                   1 :  1 
Pot Life  :  Approximately  5 hrs after  

mixing at 250C. Discard  
unused material after this time. 

 
Drying time at 300c: Touch Dry    :  10 minutes. 

Dry to Handle :  4 hrs. 
 
Application Details:  Mixing                  : Stir both base and hardener  

containers until homogeneous.  
Mix the components in the  
ratio by volume as specified.  
Allow an induction period of 8- 
10 minutes prior to application. 

Method                    :  Brush, air spray and airless  
Spray. 
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(2)          GGPPRR  1111 
 
 
 

Application Details: Recommended DFT :  Minimum 10 micron,  
      Maximum 15 micron. 

Galaxy Etch  Primer  (Two Pack)          GGPPRR  1111                                        
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Thinner                    :  Normally not required. 
Cleaning            :  Use Galaxy Standard Thinner. 
No. of Coats             :  Minimum 2. 

 
Remarks:    Add the catalyst slowly into the base with continuos  

stirring and allow it to mature for 10-15 minutes before 
application. Slight roughening of the substrate with sandpaper is 
essential for good bonding. Suitable corrosion resistant primer 
must be applied within 48 hrs to ensure surface protection. 

 
 
Pack size:    4 litres (Base – 2ltrs and Hardener  - 2ltrs). 
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Description:  Galaxy Two Pack Epoxy Sealer Clear is a two component high 

performance protective coating, which acts as an excellent sealer 
for concrete in floor paints and is totally non permeable. 

 
 Physical Data:  Binder  :  Epoxy/Polyamide resin  

Combination. 
Pigment  :  Nil. 
Appearance  :  Glossy. 
Colour  :  Clear. 
No. of  
Components :  Two. 
Mixing Ratio :  Base : Hardener. 
(By Volume)  4 :  1 
Pot Life  :  Approx. 6 hours after mixing.  

Discard unused material  after  
this time period. 

 
Drying time at 300c: Touch Dry  :  Approx. 2 hours. 

Recoating  :  16hours or overnight. 
 
Application Details:  Mixing  :  Stir both base and hardener  

containers until homogeneous.  
Mix the components in the ratio by 
volume as specified. Allow an 
induction period of 20 minutes 
prior to application. 

Method : Airless spray, Air spray,  
Brush or Roller. 

Coverage  : 12-14 m2/litre . 
Thinner  : Galaxy Epoxy Thinner. 
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(2)         GGPPRR  1122 
 
 
 

Application Details:  Percentage of     
    Thinner  : 10% Volume for brush 15%. 

Galaxy Epoxy Sealer Clear      GGPPRR  1122 
(Two Pack)           
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         max by volume for Airspray. 
    Cleaning  : Galaxy Epoxy Thinner. 
    No. of Coats           : Minimum  2 for new work, 1 or  
        2 for repainting. 
 
 
Remarks:    A substrate moisture content of less than 7% is  

recommended before application. 
 
Pack sizes:    4 litres and 1 litre. 
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Description: Galaxy Epoxy Zinc Chromate Primer is a Two Pack air drying 
primer designed for use on metal surfaces. It provides maximum 
protection to the structural equipments, conveyors, storage tanks 
etc. from chemical & saline atmosphere as in fertilizer plants, 
Refineries, Pulp & Rayon units in addition to a sound base for 
the subsequent Epoxy and Acrylic Paint systems.  
An excellent primer for steel, it is unaffected by exposure to 
severe environments when over coated with a suitable finishing 
paint system. 

 
Physical Data:  Binder  : Epoxy/Polyamide resin  

Combination. 
Pigments  : Titanium Dioxide and  

functional extenders. 
Appearance  : Matt. 
Colour   : Yellow. 
No. of Component : Two. 
Mixing Ratio  : Base: Hardener. 
(By volume)                4:1 
Pot Life   : Approx. 6 hours after mixing at  

300c. 
Drying Time:  Dust Dry  : Approx. 30 mts at 300c. 

Hard Dry  : 16 hrs at 300c. 
Re coating   : After 16 hrs. 

 
Application Details:  Mixing  : Base and the hardener to be  

mixed in the supplied ratio and  
allowed to mature for 15  
minutes. 

Method  : Brush, airless spray or air  
spray. Airless spray data:  
Nozzle 0.015²,  
Pressure 150 kg/cm2. 
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    (2)          GGPPRR  1133 
 
 

Application Details:  Coverage  : 8-10 m2/litre. 
Thinning  : Epoxy Thinner. 

Galaxy Epoxy Zinc Chromate      GGPPRR  1133 
Primer (Two Pack)        
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Percentage of : Brush - 5% by volume. 
Thinner   Air spray - 10% by volume. 
    Airless spray - 5% by volume. 
No. of Coats  : Minimum 2 . 

 
Remarks:    Steel surface should be blasted to sa 2.5 or mechanical  

cleaning to st 2. 
 
Galaxy Epoxy Zinc Chromate Primer Two Pack to be applied at a 
DFT of 50 microns per coat.  
Subsequent Coats: Galaxy Epoxy Enamel, Galaxy Polyurethane 2k, 
Chlorinated Rubber finish. 

 
 
Pack sizes  : 4 litres and 1 litre. 
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Description: Galaxy High Build Epoxy Red oxide Zinc Phosphate Primer is a 

Two Pack primer designed for use on metal surfaces. It provides 
maximum protection to the metal in addition to a sound base for 
the subsequent Epoxy and Acrylic Paint systems. An excellent 
primer for steel, it is unaffected by exposure to severe 
environments when overcoated with a suitable finishing paint 
system. 

 
Physical Data:  Binder  : Epoxy/Polyamide resin  

Combination. 
Pigments : Red oxide, zinc phosphate &  

functional extenders. 
Appearance  : Matt. 
Colour   : As per shade card. 
No. of Component : Two. 
Mixing Ratio  : Base:Hardener. 
(By volume)                4  :  1 
Pot Life at 300c : Approx. 6 hours after mixing. 

 
Drying Time:  Dust Dry  : Approx 2 hrs at 300c. 

Hard Dry  : 16 hrs. 
Recoating   : After 16 hrs. 

 
Application Details:  Mixing  :  Base and the hardener  

to be mixed in the supplied  
ratio and allowed to mature for  
15 minutes. 

Method  : Brush, airless spray or air  
spray.  
Airless spray data:  
Nozzle 0.015², 
Pressure 150 kg/cm  
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Galaxy High Build Epoxy Red    Oxide            GGPPRR  1144 
Zinc Phosphate Primer (Two Pack)       
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(2)          GGPPRR  1144  
 

 
Application Details:  Coverage  : 8-10 m2/litre. 

Thinning  : Epoxy Thinner. 
Percentage of : Brush 10% by volume. 
Thinner   Air spray 15% by volume. 
    Airless spray 5% by volume. 
No. of Coats  :  Minimum 2. 

 
Remarks:  

Steel surface should be blasted to sa 2.5 or mechanical cleaning 
to st 2. 
Galaxy Epoxy Primer Two Pack to be applied at a DFT of 50 
microns per coat.. 
Subsequent Coats: Galaxy Epoxy Enamel Two Pack or Galaxy 
Polyurethane 2k should be applied after 16 hours but within 7 
days of the application of primer. 

 
 
Pack sizes:   4 litres and 1 litre. 
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Description:                   Galaxy Epoxy Zinc Rich Primer is a Two Pack primer  
designed for use on metal surfaces. It provides maximum 
protection to the metal in addition to a sound base for the 
subsequent Epoxy and Acrylic Paint systems.  
An excellent primer for painting of Crest gates, Sluice gates, 
Spillway shutter etc. in hydel/Irrigation Projects and structural 
steel in marine environment. Zinc dust acts sacrificial anode 
imparting cathodic protection to base metal. 
Ideal for internal painting of Naphtha storage tanks and floating 
roof tanks. 

 
Physical Data:  Binder  : Epoxy/Polyamide resin  

Combination. 
Pigments  : Zinc dust and functional  

Extenders. 
Appearance  : Matt. 
Colour  : Grey. 
No. of Component : Two. 
Mixing Ratio  : Base: Hardener. 
(By volume)                4  :  1 
Pot Life at 300c : Approx. 6 hours after mixing. 
 

Drying Time:  Dust Dry  : Approx. 30 mts at 300c. 
Hard Dry  : 16 hrs at 300c. 
Recoating   : After 16 hrs. 

 
Application Details:  Mixing  : Base and the hardener to be  

mixed in the supplied ratio and   
allowed to mature for 15  
minutes. 

Method  : Brush, Airless spray. 
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Application Details:   
    Coverage        
    (Theoretical)  :  7.6 m2/litre at 80 Microns. 

Galaxy Epoxy Zinc Rich Primer     GGPPRR  1155 
(Two Pack)        
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    Recommended DFT: Min: 75 Microns. 
        Max: 85 Microns. 
    Thinning  : Epoxy Thinner. 

Percentage of 
Thinner  : Brush  - 5% by volume. 
    Airless spray -  10% by volume 
No. of Coats :  Minimum 2. 
 

Remarks:  
Steel surface should be blasted to sa 2.5 or mechanical cleaning 
to st 2. 
Galaxy Epoxy Zinc Rich Primer Two Pack to be applied at a DFT 
of 50 microns per coat.. 
Subsequent Coats: Galaxy Epoxy Enamel Two Pack, Galaxy 
Polyurethane two pack, chlorinated rubber. Continuous stirring 
of mixed paint is advisable during application. 

 
Pack sizes:   4 litres and 1 litre. 
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Description: Galaxy Alkali Resistant Primer is a pigmented solvent borne 

primer, which converts a non-uniformly porous, underbound and 
alkaline cement and plaster surface into an inert non-absorbent 
uniform surface. 
Application of this primer, either directly on the surface or over 
putty, ensures uniformity of shade and increase in the covering 
capacity of finished paint. 
Its high penetrating power in the plaster and presence of Lead 
free pigments contributes to the outstanding durability. 

 
 
Physical Data:  Binder                  :  Special Co-Polymer. 

Pigments              :  Alkali resistant . 
Appearance          :  Matt. 
Colour  Range      :  White and selected shades. 

 
 
 Drying time at 300C: Touch Dry    :  Approximately 30 minutes. 

Hard Dry      :  Approximately 8 hrs. 
Next Coat      :  After 16 hrs. 

 
 
Application Data:  Mixing         :  Stir thoroughly with a flat  

paddle until homogeneous. 
Method        :  Brush, short nap roller and  

Spray. 
Thinning      :  Galaxy Mineral Turpentine. 
Percentage   :  10% maximum by volume. 
of thinner   
Coverage     :  8-10 sq meter/litre. 
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Galaxy Alkali Resistant Primer                GGPPRR  1166                                          

Figure 11 
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Remarks:    Galaxy Alkali Resistant Primer should be thinned with  
Mineral Turpentine before applying to walls and ceilings  
to facilitate penetration.  

 
The surface should be free from grit, dirt and grease. Fill hairline 
cracks and minor voids with Galaxy Stucco Putty. Sand lightly 
with sandpaper and thereafter apply Galaxy Alkali Resistant 
Primer. 

 
Subsequent Coat: Galaxy Universal Acrylic or Galaxy Weatherguard for the best-

desired results. 
 
Pack sizes:    200 litres, 20 litres and 4litres.  
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Description: Galaxy Superlux Weatherguard has been specially prepared for 

the interior and exterior decoration of walls and ceilings.  It can 
be applied directly to cement rendering, brick, stone, etc., in 
addition to plastered and softboard surfaces. WeatherGuard 
possesses excellent antifungal, obliterating and spreading 
characteristics.  It contains active fungicide to retard mould 
growth. 
It has excellent hiding power and is economical.  The porous 
nature of the film allows new surfaces to breathe and dry out 
easily.  

 
Physical Data:  Binder  : Acrylic Copolymer. 

Pigments  : Titanium Dioxide and  
    functional extenders. 
Appearance  : Smooth Matt. 
Colour Range :       White and Colours as per  

Shade card. 
 
Drying Time at 300c: Touch Dry  : 30 min. 

Dry to handle : 2 hrs. 
Recoating  : 2 hrs. 

 
Application Details:  Method  : Brush, Roller or Spray. 

Mixing  : Stir thoroughly with a flat  
paddle until homogeneous. 

Coverage  : 13 - 15 m2/litre at 25 Micron   
DFT. 

Thinning  : Water. 
Cleaning  : Water. 

 
Remarks:     Priming Coats. 

Apply Galaxy Latex Primer Sealer or Galaxy Alkali Resistant 
Primer followed by Galaxy Stucco Putty. 

 
Pack sizes:   200 litres, 20 litres and 4 litres.  
  
                                                                                                                                 
                                                                                                                                                                                                  
                 
 
 
 
                                                                                    

Galaxy Superlux Weatherguard            GGWWBB  11                                       
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Description:   Galaxy Superlux Silk Vinyl is high quality Emulsion paint  

based on pure acrylic with a fashionable silky finish, which is 
extremely tough and washable. Ideal for domestic use in kitchens, 
bathrooms, stores, laundry rooms and passages and particularly 
recommended for use in hospitals, food processing areas, etc. In 
addition to plaster, stone, etc. Superlux Silk vinyl can be used on 
timber and is particularly suitable for wallboards/partitioning, 
etc. Superlux Silk Vinyl has antifungicidal quality, which is 
recommended in coastal and tropical/high humidity areas to 
combat mould growth, algae, etc. 

 
Physical Data:  Binder  : Acrylic Copolymer. 

Pigments  : Rutile Titanium Dioxide and or  
Colour pigment and Functional   
Extenders. 

Appearance  : Semi Gloss. 
Colour Range : White and Colours as per  

Shade card. 
 
Drying Time at 300c: Touch dry  : 30 minutes. 

Dry to handle : 4 hrs. 
Recoating  : 4 hrs. 

 
Application Details:  Method  : Brush, Roller or Air spray  

Mixing  : Stir thoroughly with a flat  
paddle until homogeneous. 

Coverage  : 13 - 16 m2/litre at 25 Micron   
DFT. 

Thinning  : Water. 
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Remarks:     Priming Coats 

Apply Galaxy Latex Primer Sealer or Galaxy Alkali Resistant 
Primer followed by Galaxy Stucco Putty for interior and exterior. 
 
Galaxy Silk Vinyl Emulsion is extraordinarily good for stain and 
burnish resistance. 

Galaxy Superlux Silk Vinyl     GGWWBB  22 
Emulsion         
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Pack sizes:   200 litres, 20 litres and 4litres.  
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Description: Galaxy Universal Acrylic is a high quality matt Aqueous Emulsion 
Paint with outstanding obliterating properties and suitable for 
application to a variety of building surfaces - i.e. new and old 
cement plaster, concrete, Gypsum plaster and variety of 
composition boards. Galaxy Universal Acrylic has a matt finish 
that is  washable and durable. 

 
Physical  Data:  Binder  : Pure Acrylic. 

Pigments  : Rutile Titanium Dioxide and  
functional extenders. 

Appearance  : Matt. 
Colour Range : White and Colours as per  

Shade card. 
 
Drying Time:  Touch dry  : 30 min at 300c. 

Recoating  : 3 hrs. 
 
Application Details:  Mixing  : Stir thoroughly with a flat  

paddle until homogeneous. 
Method  : Brush, Roller or Air spray. 
Coverage : 13-15 m2/litre at 25 Micron  

DFT. 
Thinning  : Water. 
Percentage of 
Thinner  : Maximum 5% by volume for  

Brush and Roller. 
No. of Coats  : 2 coats minimum. 

 
Remarks:    For new work in cement, gypsum, porous cement work,  

apply one coat of Galaxy Latex Primer Sealer.  
 
Pack sizes:    200 litres, 20 litres and 4litres. 
 
 

Galaxy Universal Acrylic      GGWWBB  
33 
Emulsion           
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Description: Galaxy Superlux Standard Emulsion is an acrylic emulsion paint, 

designed for interior and exterior use. It gives a smooth, rich 
matt finish.  
Galaxy Superlux Standard Emulsion gives good coverage and 
durability.  Its fungicidal properties protect the paint film from 
fungal attack in the most severe climate conditions. 

Physical Data: 
Binder : Acrylic Copolymer. 
Pigments : Rutile Titanium Dioxide and/or  

colour pigment and functional  
Extenders. 

Appearance : Matt. 
Colour Range: White and Colours as per  

Shade card. 
Drying Time at 300c: Touch Dry : 30 minutes. 

Dry to handle: 2 hrs. 
Recoating : 2 hrs. 

 
Application Details:  Method : Brush, Roller or Air less spray . 

Mixing : stir thoroughly with a flat paddle until  
homogeneous. 

Thinning : Water. 
Cleaning : Water. 
Coverage : 10-12 m2/litre at 25 Micron DFT. 
Thinning : Water. 

Remarks:  
Superlux Standard Emulsion can be used on smooth plastered 
surfaces, brickwork, wooden surfaces, plywood, asbestos cement 
sheets, hard and soft boards.  
Previously painted surfaces must be thoroughly cleaned. Newly 
plastered walls may absorb paint and hence use of undercoat will 
help in obtaining the required priming, before application of 
emulsion paint.  This can be applied by brush or roller.  

 
Pack sizes:   200 litres, 20 litres and 4 litres. 

                                                                                                                                                                   
                                                                        
Description: Galaxy Plastic Emulsion is superior quality matt finish paint 

formulated to give a new look to the painted surface. It can be 
used on smooth or rough plastered surfaces. It is ideally suitable 
for interior and exterior uses. 

Galaxy Superlux Standard     GGWWBB  
44 
Emulsion            

 

 

Galaxy Plastic Emulsion         GGWWBB  55                                     
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Plastic Emulsion can be applied on surfaces like cement, 
brickwork, plywood, asbestos, etc. Universal Undercoat White can 
be used as a primer coat. This emulsion can be applied using a 
brush or roller. Two coats of Plastic Emulsion on primed surface 
gives good coverage. Absorbent surfaces may require more coats. 

 
Physical Data:  Binder  : Acrylic Copolymer. 

Pigments  : Rutile Titanium Dioxide and  
Extenders. 

Appearance  : Matt. 
Colour Range : White and Colours. 

 
Drying Time at 300c: Touch Dry  : 30 minutes. 

Dry to handle : 1 hr. 
Recoating  : 2 hrs.  
 

Application Details:  Method  : Brush or Roller. 
Mixing  : Stir thoroughly with a flat  

paddle until homogeneous. 
Coverage  : 10 m2/litre at 25 Microns DFT. 
Thinning : Not normally recommended  

for Brush and Roller. 
Cleaning  : Water-clean immediately after  

use before product dries. 
No. of Coats  : Minimum 2 for new work, 1 or  

2 for repainting. 
 
Pack sizes:   200 litres, 20litres and 4 litres. 
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Description: Galaxy Supertex is a tough, high-build, textured finish 

incorporating a mould resistant fungicide, designed for the long-
term interior and exterior protection of commercial and domestic 
buildings.  
 
Galaxy Supertex can be applied to new and previously painted 
plaster, cement rendering, block work, concrete, stone, bag-
washed surfaces and fair-faced concrete. Supertex can also be 
applied to asbestos and timber surfaces including chipboard, 
blockboard, plywood, etc. 
 
Galaxy Supertex produces an attractive and fashionable tough 
coating on internal walls and ceilings. 

 
Physical Data:  Binder : Acrylic Copolymer. 

Pigments : Rutile Titanium Dioxide and/or  
colour pigment and functional   
extenders. 

Appearance : Texture. 
Colour Range: White and Colours. 

 
Drying Time at 300c: Touch Dry : 4 hrs. 

Hard Dry : 24 hrs. 
 
Application Details:  Method : Brush, Roller, Air spray and Airless  

Spray. 
Mixing : Stir thoroughly with a flat paddle. 
Thinning : Not recommended. 
Coverage : 1kg/m2  (depending on surface profile  

and desired structure). 
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Galaxy Supertex –  Texture Coating  GGTTFF  11 
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Remarks:  A coat of Galaxy P. U. Enamel two pack clear is recommended to 
give a glossy finish. This will also help to minimize dust 
collection and to give excellent colour retention property to the 
coating under interior and exterior exposure. 

 
Prepare surface, apply one coat of Superlux Emulsion Standard. 
Apply 1 coat of Supertex. The application of Galaxy Supertex over 
surfaces previously decorated with cement paint or lime wash is 
not recommended. Never apply Galaxy Supertex over powdery, 
chalky and flaking paint without thorough preparation and 
priming. 

 
 
Pack sizes:    25 kgs and 4 kgs. 
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Description: Galaxy Magnatex Structure is a novelty, coating designed for 

giving grandeur to individual’s household property and is 
suitable for both interior and exterior concrete and plaster 
surface. It is an air drying coating devoid of lime and cement. 

 
A commendable feature of this product is that it gives high film 
thickness per coat without any cracking problem under severe 
climatic conditions. Longevity of this coating coupled labour 
saving application are the outcome of effective combination of its 
constituents.  

Physical Data:  
Binder   : Acrylic copolymer. 
Pigments   :  Rutile titanium dioxide and/or  

colour pigments and functional  
extenders. 

Appearance   :  Flat, fine texture finish. 
Colours   :  White and colours. 
Number of  
Components  :  One. 
Specific gravity : Approx. 1.70. 
Solids by volume :  Approx. 50%. 
Drying times at 300c:  Dust dry  : approx. 4 hrs. 

Hard dry : approx. 24 hrs. 
Recoat    : after 12 hrs. 

Flash point   :  Nonflammable. 
 
Application Details: Application method :  Brush, Roller, Air spray and  

Airless spray. Final texture 
depends on method of application. 

Type of thinner  :  Water. 
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Application Details:  Percentage of  

Thinner  :  Max. 5% by volume. 

Galaxy Magnatex Structure Fine   GGTTFF  
22                                     
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Coverage :  0.6-0.8kg/m2  (depends on  
surface profile and desired  
structure). 
 

Special pressed pattern can be achieved by using plastic roller 
before the sprayed coating dries completely. 

 
Remarks: Galaxy Magnatex Structure Fine provides an ideal decorative 

finish to precast concrete areas. It is suitable for application on 
gypsum board and plaster. Especially developed for humid 
climate areas, providing long life without maintenance. For better 
coverage apply one coat of Galaxy Universal Acrylic in place of 
Galaxy Latex Primer Sealer. Application details regarding airless 
spraying are available upon request. 

 
NOTE:    A coat of Galaxy Polyurethane Enamel – 2 Pack is  

recommended to give glossy appearance. This will also help to 
minimize dust collection and to give excellent gloss and colour  
retention property to the coating under exterior/interior 
exposure. 

 
 

 
Pack sizes:    25 kgs and 4 kgs  
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Description: Galaxy Supergloss Enamel is  superior quality protective and 

decorative High Gloss finish for interior and exterior use.   
Suitable for use on wood, metal, plaster, wallboards, brickwork 
and stone work, etc., over the appropriate primer and undercoat. 
 
Galaxy SuperGloss is formulated to offer maximum durability in 
extreme tropical and coastal weather conditions. 
 
A unique formulation offering excellent opacity and durability, 
inhibiting early chalking. Excellent flexibility to withstand tropical 
weather conditions.  Easy to apply. Wide colour range. 

 
Physical Data:  Binder  : Modified alkyd. 

Pigments  : Rutile Titanium Dioxide and or  
stable light fast pigments.  

Appearance  : Glossy. 
Colour Range : White and Colours. 

 
Drying Time at 300c: Touch dry  : 4 hrs. 

Re coating   : 18 hrs.  
 
Application Details:  Method  : Brush, Roller, or Spray . 

Mixing  : Stir thoroughly with a flat  
paddle and stir periodically  
during  use. 

Thinning  : Not normally necessary to thin  
for brush and Roller  
application. For spraying, thin  
Approximately 10% by volume. 

Thinner  : Galaxy Mineral Turpentine. 
Coverage  : 10 - 12  m2/litre. 
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Remarks:  When applying Supergloss enamel  on glossy surface,  the first 

coat should be lightly abraded with fine sandpaper to guarantee 
good inter-coat adhesion. Any balance of paint in the container 
should be tightly sealed to avoid skinning. 

Galaxy Supergloss Enamel    GGSSBB  11                                     
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Minimum Specification Work for Medium and Low Cost Projects: 
 

Prepare surface (refer appropriate surface Data Sheet). 
1 coat (appropriate) Primer. 
1 coat Universal Undercoat. 
1 coat Galaxy Super Gloss. 

 
Previously Painted Surfaces in Sound Condition: 
 

Prepare surface. 
1 coat Undercoat. (only where necessary) 
1 coat Galaxy SuperGloss. 

 
Previously Painted Surfaces in Unsound Condition: 

Remove all old loose, flaking and wrinkled oil paint using Paint 
Scrapers/Sandpaper, Paint Remover or mechanical means- down 
to the original surface where necessary. 
 
Patch prime (bare metal, wood, plaster surfaces) with 
appropriate primer. 
1 coat Galaxy Universal Undercoat. 
1 coat Galaxy Super Gloss.  

 
 

Pack sizes:   4 litres. 1 litre and 1/2 litre. 
 
 

 

 

 

 

 

Description: Galaxy Sungloss Enamel is an economy general purpose synthetic 
enamel. It can be used on wood, steel and any general household  
items. It spreads well and gives value for money. It gives good 
coverage on any primed surface of wood or steel. 

 
Physical Data:  Binder  : Modified alkyd. 

Pigments  : Rutile Titanium Dioxide. 
Appearance  : Glossy. 
Colour Range : White and Colours. 

 

Galaxy Sungloss Enamel       GGSSBB  22                                     
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Drying Time at 300c: Touch Dry  : 4 hrs. 
Recoating   : 18 hrs. 

 
Application Details:  Method  : Brush, Roller, or Spray. 

Mixing  : Stir thoroughly with a flat  
paddle and stir periodically  
during  use. 

Thinning  : Not normally necessary to  
thin for brush and roller 
application. For spraying, thin 
approximately 10% by volume. 

Thinner  : Galaxy Mineral Turpentine. 
Colour Range : White and Colours. 
Coverage  : 10 - 12  m2/litre. 

 
Remarks:    When applying Sungloss on glossy surface the first coat  

should be lightly abraded with fine sandpaper to guarantee good 
inter-coat adhesion. 

 
 
Pack sizes:   4 litres,1 litre and 1/2 litre.  
             
 
 
 
 
 

 
  
 
Description: Galaxy Eggshell Enamel paint is based on high quality synthetic 

alkyd resin and gives exceptionally hard bearing eggshell finish. It 
provides a flexible, scuff proof, washable surface with excellent 
eggshell appearance. Ideally suitable for exterior and interior use 
on all metals, walls, ceilings and woodwork in high traffic areas, 
corridors, bathrooms, kitchens, toilets, showers, etc.  Its high 
abrasion resistance allows repeated washing. 

 
Physical Data:  Binder  : Modified alkyd. 

Pigments  : Rutile Titanium Dioxide and  
functional extenders. 

Appearance  : Eggshell. 
Colour Range : White and Colours. 

 
Drying Time at 300c: Touch Dry  : 45 minutes. 

 Recoating   : 16 hrs. 
 
Application Details:  Method  : Brush, Roller, Air spray or  
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Airless spray. 
Mixing  : Stir thoroughly with a flat  

paddle until homogeneous. 
Percentage of       
Thinner:  : Airless spray: nil. 
    Air spray: 10%. 
    Brush & roller: 5% maximum  

by volume. 
Thinner  : Galaxy Mineral Turpentine. 
Colour Range : White and Colours. 
Coverage  : 8 - 10  m2/litre. 
Cleaning   : Clean with Galaxy Mineral  

Turpentine. 
 
Remarks: For absorbent substrates, one coat of Galaxy Undercoat 20% 

thinned with Mineral Turpentine should be applied. 
 
Pack sizes:   4 litres, 1 litre and ½ litre. 
 



 
    

Galaxy Paints                       
                              Your Perfect Choice 

 

  
 

Description: Galaxy Satin finish is based on high quality Modified alkyd resin 
and gives exceptionally hard bearing satin finish. It provides a 
flexible, scuff proof, washable surface with excellent semi gloss 
appearance. Ideally suitable for exterior and interior use on all 
metals, walls, ceilings and woodwork in high traffic areas, 
corridors, bathrooms, kitchens, toilets, showers, etc.   

 
Physical Data:  Binder  : Modified alkyd. 

Pigments  : Rutile Titanium Dioxide and  
functional extenders. 

Appearance  : Satin. 
Colour Range : White and Colours. 

 
Drying Time at 300c: Touch Dry  : 90 minutes. 

 Recoating   : 16 hrs. 
 
Application Details:  Method  : Brush, roller, air spray or  

airless spray. 
Mixing  : Stir thoroughly with a flat  

paddle until homogeneous. 
Percentage of       
Thinner:  : Airless spray: nil. 
    Air spray: 10%. 
    Brush & roller: 5%. 

maximum by volume 
Thinner  : Galaxy Mineral Turpentine. 
Colour Range : White and Colours. 
Coverage  : 8 - 10  m2/litre. 
Cleaning   : Clean with Galaxy Mineral  

Turpentine. 
 
Remarks:   For absorbent substrates, one coat of Galaxy Undercoat  

20% thinned with Mineral Turpentine should be applied. 
 
Pack sizes:   4 litres, 1 litre and ½ litre.  
                                                                                                                                    
 
 
 
 

 
 
Description: 

Galaxy Aluminium is designed for exterior and interior use on 
iron and steelwork. It is based on an organic binder to provide 

Galaxy Satin Finish           GGSSBB  44                                     
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good resistance to heat, excellent aluminium lustre, and 
remarkable light reflection. Galaxy  Aluminium possesses 
excellent heat reflecting properties and will considerably reduce 
evaporation losses when used on storage tanks.  In tropical 
climates, corrugated iron and metal roofs on houses, factories, 
stores, etc., can be coated with Galaxy Aluminium Paint to 
reduce interior temperature. 

Physical Data: 
Binder  : Synthetic resin. 
Pigments  : Leafing Aluminium. 
No. of components :         One. 
Appearance  : Aluminium lustre. 
Colour   : Silver Grey. 

Drying Time at 300c: 
Touch Dry  : 1 hr. 
Hard Dry  : 6 hrs. 
Recoating   : 16 hrs. 

Application Details: 
Method  : Brush, Air spray or  

Airless spray . 
Mixing  : Stir thoroughly with a flat  

paddle until homogenous. 
Thinning  : Ready to use. 
Coverage  : 8-10  m2/litre. 
Cleaning   : Clean with Galaxy Solvent or  

Mineral Turpentine. 
No. of Coats  : Minimum  2. 

Remarks:  
Priming Coats: Galaxy Zinc Chromate Primer or Galaxy Metal 
Primer. 
Apply with light strokes in one direction. To avoid streak marks, 
do not work the paint too much.  

 
Pack sizes:   4 litres, 1 litre and ½ litre. 
 

 
 
Description: 

Galaxy Wood Preservative contains long lasting fungicide, 
which retards the destructive growth of mildew and rot and 
preserves the wood from the destructive forces of nature for 
years to come. A versatile coloured preservative which can 
be applied to interior and exterior timber and is particularly  
suitable for horticultural applications such as seed boxes and 
cold frames. 

 
Physical Data: 

Galaxy Wood Preservative             GGWWFF  11                                    
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Binder       :  Special resin. 
Colours      :  Light green. 
Flash Point :  390C. 

 
Application Details: 

Galaxy Wood Preservative should be applied over clean and 
dry wood. The wood should be soaked in the preservative. 
Do not apply in direct sunlight as heat will “set” the 
preservative before it has a chance to penetrate into the 
wood. Apply liberally with brush or roller and allow the 
wood to absorb the preservative to saturation. 
 
Coverage :  10 sq metre/litre. 
Thinner    :  Not required. 

 
Remarks:  

Water repellant. Protects new and sound wood against wet 
rot, dry rot and fungal decay. Suitable for all types of wood. 
Recommended for initial coating only. Subsequently stain or 
varnish should be applied. Clean tools with Galaxy Mineral 
Turpentine. 

 
Pack sizes:    5 litres and 1 litre.  
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Description: 

Galaxy NC Stain is a superior quality transparent wood coating 
formulated with a careful blend of solvents and transparent 
selected Pigments that act as UV absorbers. 
These are non-grain-raising stains that give a good sealing and 
finish on veneers, woods as well as MDF to the required tone. 

 
Physical Data: 

Binder         : Nil. 
Pigments    :  Transparent pigments. 
Colour Range :  Teak, walnut, mahagony,  

Ebony and oak. 
Drying time at 300c: 

Touch Dry    :  5 minutes. 
 
Application Details: 

Mixing          :  Mix well before use. 
Method         :  Brush or cotton rag. 
Thinning       :  Nil. 
Coverage      :  8-12 sq metre/litre dependent  

on the permeability and type  
of wood used. 

No. of Coats  :  Minimum 3. To obtain  
deeper shades, the number of  
coats should be increased. 

  
Remarks:  

It is a good practice to sand down every coat before the 
application of final coat. The woods that are particularly 
susceptible to fungus attack should be given a wood preservative 
wash prior to application. 

 
Pack sizes:    5 litres and 1 litre. 
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Description:  

Galaxy Varnish Stain is a top quality hardwearing alkyd Resin 
Based varnish stain that is highly resistant to abrasion, alcohol, 
water and food stains.  
A clear and transparent finish that enhances the beauty of wood, 
Galaxy Varnish Stain gives an excellent gloss finish suitable for 
new and previously varnished timber surfaces.  

Physical Data: 
Binder      :  Modified Alkyd. 
Pigments     :  Transparent oxides. 
Appearance  :  Gloss and Matt. 
Colour    :  Light oak, mahogany, teak, walnut,  

Dark oak and Ebony. 
Drying time at 300c: 

Touch Dry  :  3 hrs. 
Recoating  :  16 hrs. 
Hard Dry   :  Overnight. 

Application Details: 
Mixing         :  Stir thoroughly with a flat paddle until  

Homogeneous. 
Method        :  Spray, brush. 
Thinning      :  Use Galaxy Mineral Turpentine. 
Percentage  :  10% maximum by volume for brush. 
of thinner 
Cleaning       :  Use Galaxy Mineral Turpentine. 
Coverage      :  12-14 sq meter/litre. 
No. of Coats :  Minimum 3 for new work, 1 or 2 for  

repainting 
Remarks: . 

New and bare wood work and furniture: Prepare surface. Apply 3 
coats of Galaxy Varnish Stain. 

 
Previously varnished: Prepare surface followed by Galaxy 
synthetic varnish clear. Apply 2 coats of Galaxy Varnish Stain. 
Thoroughly remove all varnish coatings down to bare timber if 
necessary use Galaxy Paint and Varnish Remover and/or 
mechanical sanding equipment. 
 

….2 
 

(2)            GGWWFF  33 
 
 

Galaxy Varnish Stain          GGWWFF  33                                    

 

 



 
    

Galaxy Paints                       
                              Your Perfect Choice 

 
Woodwork – sound condition: Prepare surface. Apply 3 coats 
Galaxy Varnish Stain. 

 
Caution: 

1. Do not apply Galaxy Varnish Stains over surfaces, which have 
been wax polished, unless all traces of polish have been removed 
and the surface sanded thoroughly. 
 

2. The shade effect obtainable with Galaxy Varnish Stains will vary 
greatly depending upon the type and colour of the timber being 
coated. 
 

3. It will not be possible to produce a light effect (i.e. Natural Oak 
or Light Oak) on a naturally dark timber or a timber, which has 
previously been stained with a dark shade. 
 

4. For best results, rub down between coats with waterproof 
abrasive paper (wet and dry) or fine sandpaper to remove any 
film surface defects and wipe clean. 

 
Pack sizes:   4 litres and 1 litre. 
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Description:  

Galaxy Synthetic Varnish Clear is a top quality hardwearing alkyd 
varnish that is highly resistant to abrasion, alcohol, water and 
food stains.  
A clear and transparent finish that enhances the beauty of wood, 
Galaxy Varnish Clear gives an excellent gloss finish suitable for 
new and previously varnished timber surfaces.  

Physical Data: 
Binder       :  Modified Alkyd. 
Pigments     :  Nil. 
Appearance :  Gloss, Satin and matt. 
Colour    :  Clear. 

Drying time at 300C: 
Touch Dry :  3 hrs. 
Recoating  :  16 hrs. 
Hard Dry   :  Overnight. 

Application Details: 
Mixing          :  Stir thoroughly with a flat paddle until  

Homogeneous. 
Method        :   Spray and Brush. 
Thinning      :  Use Galaxy Mineral Turpentine. 
Percentage  : 10% maximum by volume for brush. 
of Thinner 
Cleaning       :  Use Galaxy Mineral Turpentine. 
Coverage     :  12-14 sq meter/litre. 
No. of Coats  :  Minimum 3 for new work, 1 or 2 for  

repainting. 
 Remarks: 

New and bare wood work and furniture: Prepare surface. Apply 3 
coats of Galaxy Varnish Stain. 
Previously varnished: Prepare surface. Apply 2 coats of Galaxy 
Varnish Clear. Thoroughly remove all varnish coatings down to 
bare timber if necessary use Galaxy Paint and Varnish Remover 
and/or mechanical sanding equipment. 
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Woodwork – sound condition: Prepare surface. Apply 3 coats 
Galaxy Varnish Clear. 

Cautions: 
1. Do not apply Galaxy Varnish Clear over surfaces which have 

been wax polished unless all traces of polish have been 
removed and the surface is sanded thoroughly. 

2. For best results, rub down between coats with waterproof 
abrasive paper (wet and dry) or fine sandpaper to remove 
any film surface defects and wipe clean 

 
Pack sizes:    4 litres, 1 litre and ½ litre. 
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Description: 

Galaxy NC Sanding Sealer is a superior quality transparent wood 
sealer based on a high performance alkyd and nitrocellulose. 
It fills pores of wood surface and facilitates sanding. The sanded 
product is smooth non-porous, and ready for painting. 

 
Physical Data: 

Binder     :  Nitrocellulose/Alkyd. 
Pigments      :  Stearates. 
Colour          :  Translucent. 
Appearance  :  Eggshell. 
No. of Components :  One. 

 
Drying time at 300c: 

Touch Dry         :  10 minutes. 
Dry for Sanding :  30 minutes. 
Hard Dry           : 5 hrs. 

 
Application Details: 

Mixing          :  Stir thoroughly with flat paddle  
until homogeneous. 

Method         :  Spray. 
Thinning       :  Galaxy Standard Thinner or  

Extra High Gloss Thinner. 
Percentage of thinner:  8% by volume. 
Coverage  : 10 – 12sq meter/litre 
No. of Coats   :  Minimum 2. 
Cleaning       :  Galaxy Standard Thinner or  

Extra High Gloss Thinner. 
 

Remarks:  
Galaxy NC Sanding Sealer should be reduced to 20 to 25 seconds 
using Galaxy Standard Thinner on Ford cup B4 at 300C before 
application. Recommended application method is by airspray. Several 
coats of Galaxy NC Sanding Sealer are recommended in order to get a 
smooth and non-absorbent surface and thereby reducing the number 
of coats of Galaxy NC Clear Lacquer. 
 
 

….2 
 
 

(2)     GGWWFF  55 
 
 

Galaxy NC Sanding Sealer                      GGWWFF  55                                           

Figure 12 
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We recommend that Galaxy NC Sanding Sealer should be applied on 
substrates in a well-ventilated room. The product is flammable and all 
care must be taken during storage and use. 

 
Pack sizes:  4 litres, 1 litre and ½ litre.  
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Description: 

A Single Pack Polyurethane High Gloss Clear Varnish suitable for 
a wide range of interior and Exterior wood work application. 
Galaxy Polyurethane Clear Varnish is designed for use on all 
interior and exterior timber to preserve and enhance the natural 
beauty of the grain.  

 
Physical Data: 

Binder                  :         Acrylic Resin. 
Appearance           : Gloss and also available in  

matt. 
Colour  : Clear. 
No. of Components: One. 

 
 
Drying Time at 30oc: 

Touch Dry  : 1 hr. 
Recoating   : After 8 hrs. 

Application Details: 
Method  : Brush or conventional spray. 
Coverage  : 10  - 12 m2/litre. 
Thinning  : PU 1K Thinner. 
No. of Coats  : 2 coats minimum. 

 
Remarks:  

Thin first coat on new wood by brush application, 3 parts 
varnish to 1 part of Thinner by volume, to aid penetration. Apply 
a further one or two unthinned coats to the new surface. 

 
Pack sizes:    4 litres, 1 litre and ½ litre 
 

Galaxy Polyurethane Clear Varnish       GGWWFF66 
(One Pack) 

Figure 13 
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Description: 

Galaxy NC Lacquer Clear is suitable for interior and exterior 
application on adequately sealed wood or primed metal.  
If reduced and properly applied, the lacquer provides a smooth, 
hard and durable finish. It is well suited for hot and humid 
climate and does not blush. 

 
Physical Data: 

Binder : Nitrocellulose based. 
Pigments : Nil. 
Appearance : Clear. 
Finish  : Gloss also available in semi gloss and  

Matt. 
Drying Time at 300c: 

Touch Dry : 10 min. 
Hard Dry : 3 hrs. 

 
Application Details: 

Mixing : Stir thoroughly with a flat paddle until  
homogeneous. 

Method : Spray. 
Coverage : 10 m2/litre. 
Thinning : Galaxy High Gloss Thinner or Galaxy  

Standard Thinner. 
Percentage of 
Thinner : 20% by volume for spray. 
Viscosity       :         20-25 sec on ford cup B4 at 300c. 
Cleaning : Standard Thinner. 
No. of Coats : Minimum 3 for new work. 

 
Remarks:  

Wood surface should be sealed with Galaxy Sanding Sealer. 
Both the lacquer and solvent are highly inflammable.  
DO NOT work near open fire. 

 
Pack sizes:  4litres, 1 litre and ½ litre. 

 
 
 
 
 
 
Description: 

Galaxy NC Lacquer Clear           GGWWFF  
77 
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Galaxy Acid Curing Lacquer is a Two component lacquer for use in 
the furniture/joinery industry. 
It produces a clear finish, which is highly resistant to abrasion, 
household chemicals, alcohol, detergents, diluted acids, etc. 
Stable in a curtain coat applicator and quick hardening in online 
production jobs. Galaxy Acid Curing Lacquer is ideal for use on 
porous woods, chip boards, plywood, veneer, MDF and all kinds of 
natural wood. 

 
Physical Data: 

Binder               :  Alkyd, non-yellowing type. 
Pigments           :  Nil. 
Appearance       :  Gloss, available as satin and  

matt clear. 
No. of Components : Two. 
Mixing ratio   :    Base   : Hardener. 
By volume   :     10       :       1 

Drying time at 300C: 
Touch Dry     :  30 minutes. 

Hardening time reduced at higher 
temperature. 

Application method: 
Mixing         : Stir thoroughly with a flat paddle  

until homogeneous. 
Method           : Spray or curtain coat applicator. 
Thinning          : Use Acid Curing Lacquer  

Thinner. 
Percentage of thinner:  10% by volume. 
Cleaning          : Use Galaxy Standard Thinner. 
Coverage         : 10-12 sq metre/litre. 
No. of Coats    : Minimum 2. 

Remarks:  
All wood or timber must be fully aged with moisture content less than 
12%. Natural oils, gums, and other contaminants must be removed by 
solvent cleaning. Use Galaxy NC Sanding Sealer to fill up grains, 
followed by two coats of Acid Curing Lacquer. 

 

Pack sizes:    4 litres and 1 litre. 
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Description: 

A high performance Clear Varnish, supplied in Two Pack form, 
suitable for interior and exterior use on new and bare parquet 
and timber floors, door panels and general woodwork. 
Recommended as a clear furniture finish for use by furniture 
manufacturers and for home use. Not recommended for 
overcoating (single pack) varnished surfaces unless all varnish 
coatings have been removed. 

Physical Data: 
Binder       :  Acrylic resin. 
Pigments    :  Nil. 
Colour        :  Clear. 
No. of Components:  Two. 
Mixing Ratio  :    Base : Hardener. 
(By volume)            4     :    1  
Appearance   :   Glossy and also available in  

satin and matt. 
Pot Life  :  Approximately 6 hrs after  

mixing. Discard unused  
material after this time. 

Drying time at 300c: 
Touch Dry   :  30 minutes. 
Dry to Handle :  4 hrs. 
Full Cure  :  7 days. 

Application Details: 
Mixing  :    Stir both base and hardener  

containers until homogeneous.  
Mix the components in the  
ratio by volume as specified.  
Allow an induction period of  
20 minutes prior to application 

Method  : Airless spray, Air spray, Brush  
or Roller. 

Coverage  : 12- 14 m2/litre. 
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Application Details: 
Thinning         :  Galaxy 2K Acrylic Thinner. 
Percentage of Thinner:  8% maximum by volume for  

spray. 
No. of Coats      :  Minimum 3 for new work, 1 or  

2 for repainting. 
 Cleaning           :  Use Galaxy Standard Thinner. 

 
Remarks:  

New and Bare Wood Work: Prepare surface. Apply 3 or 4 coats 
of Galaxy Two Pack Polyurethane Clear Varnish. The first coat 
must be thinned (up to 20%) to ease brushing and to allow good 
penetration of the timber.  Subsequent coats can be thinned as 
necessary.  (Refer to the Notes below). 
Previously Varnished Woodwork: Remove all previous varnish 
coatings using Galaxy Paint and Varnish Remover. On previously 
varnished floors, use of mechanical sanding equipment is 
recommended. Apply 3 or 4 coats Galaxy Two Pack Polyurethane 
Varnish. 

 
Notes: 

1. When coating new and sanded wet wood block floors, ensure 
that all surface dust and contamination is completely 
removed prior to coating. It is recommended that dust from 
the floor surface and between the timber joints should be 
removed a few minutes before coating using a cloth dipped 
in the Two Pack Thinners. 

 
2. To obtain a smooth finish, each coat must be rubbed down 

with fine sandpaper, or preferably, fine waterproof abrasive 
paper. Wipe clean before overcoating. 
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3. In order to obtain a smooth, high gloss finish, the application 

of several thin coats is recommended. Do not apply too thick 
and avoid over brushing. 

 
4. Do not apply Galaxy Two Pack Polyurethane over floors 

which have been wax polished unless all trace of polish is 
removed using solvent following which the timber must be 
thoroughly sanded down. Failure to remove all polish will 
prevent the varnish from drying and a patchy appearance will 
result. 
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5. Ensure the woodwork is completely dry as moisture will react 
with the varnish and produce a milky appearance and may 
cause bubbling and blistering. Galaxy Two Pack Polyurethane 
must not be applied to floors if there is a danger of rising 
damp (especially in old buildings which have no damp-proof 
course) or on timber laid on a floor screed, which still 
contains moisture, as the coating will prevent the floor from 
breathing and may cause the timber floor to lift. 

 
Pack sizes:    4 litres and 1 litre. 
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Description:  

Galaxy Epoxy Lacquer Clear is a two component high performance 
protective coating. It acts as an excellent sealer for timber and wood 
and is resistant to chemicals. 

Physical Data: 
Binder            : Epoxy/Polyamide resin combination. 
Pigment : Nil. 
Appearance : Glossy. 
Colour  : Clear. 
No. of  
Components : Two. 
Mixing Ratio : Base: Hardener. 
(By Volume)  :   4 :.1 
Pot Life : Approx. 6 hours after mixing at  

300c. Discard unused material  
after this time. 

Drying times at 300c:  
Touch Dry : Approx. 2 hours. 
Re coating : After 16 hours. 
Full cure : 7 days. 

Application Details: 
Mixing            :     Stir both base and hardener  

containers until  homogeneous.  
Mix the components in the ratio  
by volume as specified. Allow an  
induction period of 15 minutes  
prior   to application.  

Method : Airless spray, Air spray, Brush or Roller. 
Coverage : 12-14 m2/litre. 
Thinner : Galaxy Epoxy Thinner. 
Percentage of  
Thinner : 10% max by volume for brush  
                                  15% max by volume for Airspray. 
Cleaning : Use Galaxy Epoxy Thinner. 
No. of coats : Minimum  2 for new work, 1 or 2 for  

repainting. 
Remarks:  

Substrate moisture content of less than 12% is recommended before 
application.   

 
Pack sizes:   4 litres and 1 litre.  
 
 

 
 

Description: 

Galaxy Epoxy Lacquer Clear       GGWWFF  1100     
 (Two Pack)         
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Galaxy Roofing Paint is high quality, durable and flexible coating 
for the protection of galvanised roofs and exposed steelwork. 
A unique formulated product providing a flexible coating to 
withstand extreme variations in weather conditions. One 
finishing coat normally sufficient for re-decoration work. 

 
Physical Data: 

Binder : Modified alkyd. 
Pigments : Stable pigments and functional  

extenders. 
Appearance : Semi Gloss. 
Colours : Red, Green, Blue and Violet. 

 
Drying Time at  300c: 

Touch Dry : 1 hr minimum. 
Recoating  : 16 hrs. 

 
Application Details: 

Method : Brush, roller, or spray.  
Mixing : Stir thoroughly with a flat  

paddle until Homogeneous. 
Percentage of  
Thinner : 5% by volume. 
Thinner : Galaxy Mineral Turpentine. 
Coverage : 8 m2/litre. 
Cleaning  : Clean with Galaxy Mineral  

Turpentine. 
No. of Coats : Minimum 2. 

 
Remarks:  

When painting corrugated sheet roofs, start at the apex and 
work downwards completing a full sheet at a time joining in the 
valleys to avoid lap marks. 

 
Pack sizes:  4 litres and 1 litre. 
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Description: 

Galaxy PVA Acrylic Roof Paint is a superior quality elastomeric 
coating formulated to have excellent adhesion, UV resistance, 
long term flexibility and water resistance. 
It is designed for fibre cement, asbestos, concrete, and tile roof 
applications, where its superior adhesion and flexibility offer long 
term protection even in widely fluctuating temperature.  
It is further reinforced with proprietary film fungal additives 
thus enhancing its resistance to tropical fungal growth and dirt 
retention. 

Physical Data:  
Binder            :  Acrylic Co-Polymer. 
Pigments        :  Stable pigments and functional  

extenders. 
Appearance       :  Eggshell. 
Colour Range       :  Red, green or required. 

Drying time at 30oc: 
Touch Dry         :   30 minutes. 
Dry to handle   :   1 hr. 
Recoating         :   2 hrs. 

Application Details: 
Mixing                    :  Stir thoroughly with flat paddle  

until homogeneous. 
Method                   :  Brush or roller. 
Coverage                :  10 sq metre/litre. 
Thinning                 :  Water. 
Percentage of thinner:      5% maximum by volume. 
Cleaning                 :  Water. 
No. of Coats           :  Minimum 2 for new work. 
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Remarks:  

For new concrete roofs, apply two coats of Galaxy Latex Primer 
Sealer as prime coat. For old, chalky concrete roofs, remove all 
loose and friable particles, wash with water, apply Galaxy 
Fungicidal Wash followed by 2 coats  

Galaxy PVA Acrylic  Roof Paint      GGRRFF  22 
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of Galaxy Latex Primer Sealer. 
 
 
Pack sizes:    200 litres and 4 litres.  
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Description: 

Galaxy Floor Paint is a tough, abrasion resistant, semi gloss finish 
especially designed for interior use on concrete and cement 
floors, doorsteps, showroom floors and porous brick work.  
New concrete floors must be allowed to mature and dry out 
completely before applying Galaxy Floor Paint. The dried film 
provides a Satin finish which disguises surface imperfections, is 
easily cleaned and will withstand regular washing. 

Physical Data: 
Binder  : Modified alkyd. 
Pigments  : Stable pigments and functional  

extenders. 
Appearance  : Semi Gloss. 
Colour Range : Red, Green or as required. 

Drying Time: 
Touch Dry  : 1 hrs min 300c. 
Re coating   : 16 hrs. 
   : Dry for foot traffic- 16 hrs. 

Application Details: 
Method  : Brush or roller. 
Mixing  : Stir thoroughly with a flat  

Paddle. 
Percentage of  
Thinning:  : Minimum. 
Thinner  : Galaxy Mineral Turpentine. 
Colour Range : As per shade card. 
Coverage  : 8 m2/litre. 
Cleaning   : Clean with Galaxy Solvent. 
No. of Coats  : Min 2. 
Recommended DFT:  30 Microns minimum. 
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Remarks: 

Galaxy Floor Paint is resistant to water, oil and household 
chemicals.  

Galaxy Floor  Paint              GGRRFF  33 
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Apply the first coat of the floor paint by thinning to 10% by 
volume to aid penetration.  
Apply a second coat unthinned as necessary. All traces of oil, 
grease and wax must be thoroughly removed before paint is 
applied. Galaxy Bonding liquid is recommended as a sealer coat 
to floors for better performance. 

 
 
Pack sizes:    4litres and 1litre. 
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Description: 

Galaxy Two Pack Epoxy Floor Coating is a protective and durable 
finish based on Epoxy Resin specifically blended to provide 
maximum protection of the substrate. This is recommended 
where a high degree of abrasion resistance is required, e.g. in high 
traffic areas like hospitals, corridors, industrial floors, and car 
parking. 

 
Physical Data: 

Binder :  Epoxy polyamide combination. 
Appearance :  Semi gloss and matt. 
Colour :  Grey, red, green or as required. 

Drying time at 30oc:  
Touch Dry :  1 hour. 
Hard Dry :  12 hours. 
Recoating :  After 16 hours 
Full cure : 7 days. 

Application Details: 
Mixing :  Mix the base and hardener supplied  

to get a homogeneous mass with a  
flat paddle. Allow the mix to stand for  
10 minutes before using to facilitate  
prepolymerisation. 

Mixing Ratio :  Base: Hardener 
(by volume)    4:1 
Method : Airless spray, Air spray, Brush or  

Rroller. 
Coverage :  8–10 sq metre/litre. 
Thinning : Galaxy Epoxy Thinner (5% by  

volume). 
Cleaning : Galaxy Epoxy Thinner. 
No of coats : Minimum 2. 

Remarks:  
Proper surface preparation is crucial to successful defect-free 
finish. Ensure that all substrates are free of moisture. A moisture 
content of less than 7% is recommended before application.  

…2 

(2)     GRF 4 
 
Recommended Primers:   

Mild and  
galvanized steel: Galaxy  Epoxy Zinc Phosphate  

Primer 

Galaxy Epoxy Floor  Coating             GGRRFF  44 
(Two Pack)           
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Aluminum :  Galaxy Etch Primer 
Concrete :  Galaxy Epoxy Sealer/Epoxy Primer 
Timber :  Galaxy Epoxy Sealer/Epoxy Primer 

 
Pack Size:    4 litres. 
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Description: 

Galaxy Two Pack Acrylic Floor paint is a protective and durable finish 
based on Hydroxyl acrylic Resin specifically blended to provide 
maximum protection of the substrate. This is recommended where a 
high degree of abrasion resistance is required, e.g. in high traffic areas 
like hospitals, corridors, industrial floors, and car parking. 

Physical Data: 
Binder  :  Hydroxy-acrylic resin. 
Appearance :  Semi gloss and matt. 
Color  :  Grey, red, green or as required. 

Drying time at 30oC:  
Touch Dry :  1 hour. 
Hard Dry :  12 hours. 
Recoating :  After 16 hours. 

Application Details: 
Mixing  :  Mix the base and hardener supplied to  

get a homogeneous mass with a flat  
paddle. Allow the mix to stand for 10  
minutes before using to facilitate  
prepolymerisation. 

Mixing Ratio : Base: Hardener. 
(by volume)   4:1 
Method :  Airless spray, air spray, brush or roller. 
Coverage :  8–10 sq metre/litre. 
Thinning :  Galaxy two pack Acrylic Thinner (5%  

by volume). 
Cleaning :  Galaxy acrylic Thinner. 
No of coats :  Minimum 2. 

Remarks:  
Proper surface preparation is crucial to successful defect-free finish. 
Ensure that all substrates are free of moisture. A moisture content of 
less than 7% is recommended before application.  
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Recommended Primers:   

Mild and  

Galaxy Acrylic Floor  Paint                  GGRRFF  55 
(Two Pack)           
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galvanized steel:  Galaxy Epoxy Zinc Phosphate Primer – Two 
Pack. 

Aluminum :  Galaxy Etch Primer – Two Pack. 
Concrete :  Galaxy Epoxy Sealer/Epoxy Primer 

– Two Pack. 
Timber  :  Galaxy Epoxy Sealer/Epoxy Primer –  

Two Pack . 
 
Pack Size:   4 litres 
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Description: 
Galaxy Board Paint is based on a blend of synthetic resins 
pigmented with selected extenders and high quality carbon black 
pigment for use on school boards. 
It has an excellent coverage and provides a good grip for 
marking. 

 
Physical Data: 

Binder      :  Modified alkyd. 
Pigments    :  High quality pigments and  

functional extenders. 
Appearance :  Matt. 
Colour      :  Black also available in Green. 

 
Drying Time at 30oC: 

Touch Dry  :  1 hr. 
Recoating  :  12 hrs. 

 
Application Details: 

Mixing      : Stir thoroughly with a flat paddle to  
get a homogeneous mixture. 

Method     :  Brush, Roller or Spray. 
Thinning   : Use Galaxy Mineral Turpentine. 
Percentage  
of Thinner :  5% by volume for brush, 8% by  

volume for spray. 
Cleaning    :  Use Galaxy Mineral Turpentine. 
Coverage    :  8 – 10 sq metre/litre. 
No. of Coats :  Minimum 2 for new work and 1 or 2  

for repainting. 
 
Pack sizes:    4 litres, 1litre and ½ litre. 
 

Galaxy Board  Paint                    GGSSFF  11 
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Description: 

Galaxy Road Marking Paint is a Hi-Build Coating based on 
modified Chlorinated Rubber Resin which is suitable for 
application to asphalt and concrete roads. It is quick drying and 
forms a tough film which is resistant to abrasion as well as oil, 
petrol and water.  
It can be used with glass beads to give reflective properties. It 
complies with the requirements of specification AASHTO M248-
86,TYPE - N.  

  
Physical Data: 

Binder            :  Chlorinated Rubber/Plasticiser. 
Pigments        :  Rutile Titanium Dioxide or  

colour pigments and functional    
extenders. 

Appearance    :  Semi-glossy. 
Colour Range :  White and yellow. 
No. of Components:  1 (without special reflecting  

material). 
Drying time at 300C: 

Touch Dry     :  Approximately 20 minutes. 
Hard Dry        :  Approximately 2 hrs. 

 
Application Details: 

Mixing            :  Stir thoroughly with a flat  
paddle until homogeneous 

Method           :  Brush, roller and special  
adjusted airless spray. 

Thinning        :  Use C.R. Thinner. 
Percentage of Thinner:  Maximum 10% by volume. 
Recommended DFT: 250  Microns. 
Coverage at  
100 Microns DFT :  5 sq metre/litre. 
Cleaning    :  Use C.R. Thinner. 
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Method of application:  

Galaxy Road Marking  Paint                GGSSFF  22 
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Use of Glass Beads: 
Traffic markings are normally carried out by spray application 
using specialized machines (striping machine) designed to apply 
paint along a straight line marked on the road surface. The 
guiding line can be marked on the road by means of a water-
based (Galaxy Universal Acrylic) which dries in 30 minutes. 
 
For retro-reflection apply Drop-In Type Glass Beads by means of 
dispensing system mounted on the striping machine immediately 
behind the spray nozzle. In case machines are not available, 
reduce paint by C.R. Thinner and apply with a brush or roller. 
When applying Road Marking Paint to freshly laid asphalt, a 
sealing coat of emulsion paint or shellac knotting is 
recommended to prevent bleeding. 

   
Remarks:  

For retro-reflectance (night visibility), mix glass beads in the 
ratio of 2 parts by weight of paint to 1 part by weight of glass 
beads. 

 
Pack sizes:    200 litres and 4 litres. 
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Description: 

Galaxy Fire Retardant Coating is based on chlorinated rubber 
and chlorinated plasticizer. Release of Chlorine at high 
temperature combined with fire retarding pigment like antimony 
trioxide control spreading of fire. 
The coating is also resistant to weathering and to splashes of salt 
water, engine oil and dilute acids which  makes it suitable also 
for painting superstructure cabins of marine vessels. 
Suitable for application on wood, plaster & steel surface under 
interior and exterior conditions. 

 
Physical Data:  

Binder  :  Chlorinated rubber/plasticizer. 
Pigments  : Rutile titanium dioxide and/ or  

Colour Pigments & functional 
extenders. 

Appearance  :  Eggshell. 
Colours  :  White & Colours. 
No. of components :  One. 
Specific gravity :  Approx. 1.30. 
Drying times at 30oc:  Dust dry  : approx. 30 minutes. 

:  Hard dry  : approx. 5 hours. 
:  Next coat  : after 5 hours. 

Flash point  :  260c. 
 
Application Data :            

Application method:  Airless spray, brush and roller. 
Airless spray data : Nozzles 0.018”,  

pressure 150 kg/cm2. 

Type of thinner :  CR Thinner or Industrial  
Thinner. 

Percentage of thinner:  Airless spray  : 3% max. by  
Volume.  
Brush and Roller  : 5% max. by 
volume. 
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Application Data :            
 
Recommended DFT:  100 microns. 

Galaxy Fire Retardant Coating                GGSSFF  33 
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Theoretical coverage  
at 100 microns DFT:  4 m2 / litre. 

 
Remarks: 

Galaxy Fire Retardant Coating is also suitable for application on 
Epoxy coated surfaces which have been wire brushed or light 
sand blasted. 
 
Application by brush is possible. Care must be taken  to ensure 
that the brush strokes are one way only, to avoid  pick up of 
paint. In combination with conventional primers one has to 
ensure that the primer is hard dry for at least 24 hours. 
Galaxy Fire retardant Coating can not resist fire, however spread 
of flame is prevented for a certain period of time.  

 
 
Pack sizes:    200 litres and 4 litres. 
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Description: 

Galaxy Quick air dry enamel is a pigmented superior quality 
coating formulated for applications where extremely fast drying 
is required to boost the Productivity.. Galaxy Q.A.D enamel has a 
good flow, coverage and levelling properties. 
This is a versatile Lead free paint providing an excellent finish 
enhancing the beauty of the substrate. 
Ideal for use as machinery enamels, Radiators, chassis paint, Fire 
extinguishers etc. 
Galaxy Q.A.D Enamel has  excellent adhesion and flexibility.  

 
Physical Data : 

Binder        : Modified alkyd. 
Pigments      :  Rutile Titanium dioxide and stable  

coloured pigments. 
Colour        : White, Grey and shade as per shade  

card. 
Appearance :  Glossy. 

 
Drying time at 300C 

Touch dry    :  30 minutes. 
Dry to handle: 2hrs. 

 
Application Details: 

Mixing         :    Stir the paint until homogeneous. 
Method :     Airspray and Brush. 
Thinning :   Galaxy Q.A.D Thinner. 
Percentage  
of thinner  :  8% maximum by volume for spray. 
No. of Coats : Minimum two for new work. 
                              One or two for repainting. 
Cleaning  :  Use Galaxy Standard thinner. 
Coverage : 8 – 10 m2 / litre. 

 
Pack sizes:    4 litres, 1 litre and ½  litre. 
 
 
 

 
 
Description: 

Galaxy Hammertone Finish is a novelty finish to give a unique 
pattern. It is a glossy coating which obscures the unevenness of 

Galaxy Quick Air Dry Enamel                GGSSFF  44 
           
     
 

 

 

Galaxy Hammer Finish                            GGSSFF  55 
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the surface. When applied over a suitable primer, it gives good 
water and corrosion resistance. 
The pattern and gloss of Galaxy Hammertone Finish are long 
lasting. This finish eliminates the use of putty on uneven surface. 

 
Physical Data:  

Binder         :  Modified alkyd resin . 
Pigments     :  Aluminium paste and/or colour  

Pigments. 
Appearance : Glossy. 
Colours      :  Grey, Blue and Green 
No. of  
Components:  One. 

 
Drying time at 300C: 

Touch Dry   : 45 minutes. 
Hard Dry     :  6 hrs. 

Application Details : 
Mixing          :  Stir thoroughly with a flat paddle until  

homogeneous. 
Method         :  Airspray. 
Thinner        : Galaxy Quick Air Drying thinner 
Percentage 
of thinner :  5% maximum by volume. 
Coverage      :  8-10 sq metre/litre. 
Cleaning       :  Galaxy Quick Air Drying  

thinner / standard thinner. 
Remarks : 

The painting job is to be done by applying a mist coat followed 
immediately by a full coat. No overcoating is to be done. 

 
Pack size:    4 litres. 

 

 
 
 
Description: 

Galaxy Tennis Court Paint is based on high quality, durable 
chlorinated rubber resin with good weathering and obliterating 
properties 
 
A tough and versatile coating formulated for tennis courts, it is 
designed for use as a maintenance coat where recoatability and 
quick drying are required.  

Physical Data: 
Binder         :  Chlorinated Rubber/Plasticiser  

combination. 

Galaxy Tennis Court Paint                              GGSSFF  66 
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Pigments :  Rutile Titanium Dioxide and/or  
Colour Pigments and functional  
extenders. 

Colour Range:  Green and as per shade card. 
Appearance :  Eggshell. 
No. of  
Components : One. 
Flash Point :  26 oC. 

Drying time at 30oc: 
Touch Dry  :  Approximately 30 minutes. 
Hard Dry :  Approximately 5 hours. 

Application Details : 
Mixing          :  Stir thoroughly with a flat paddle until  

homogeneous. 
Method      : Brush, Roller or Spray. 
Thinning    :  Use C. R. Thinner. 
Percentage  
of Thinner :  For porous surfaces, thin first coat  

with 10-12% maximum by volume of  
C.R. Thinner to aid penetration. For  
conventional spraying, thin with 8%  
by volume of C.R. Thinner. 

Cleaning   :  Use C.R. Thinner. 
No. of Coats :  Minimum 2. 
Coverage     :   8 sq metre/litre. 

 
Pack size:    4 litres. 
 
 
 

 
 
 
Description: 

Galaxy Heat Resisting Aluminium Paint – High Tempereture is 
based on a silicone resin system pigmented with aluminium flake 
pigment. 
It provides a high temperature resistant finish for areas subjected 
to high temperature up to a maximum of 5000C. 
This product is recommended for stacks, retorts, furnaces, 
boilers, exhausts and metal parts, which operate at elevated 
temperature. 

Physical Data: 
Binder           :  Silicon resin. 
Pigments        :  Aluminium. 
Appearance   :  Glossy. 
No. of Components:  One. 
Colour           :  Grey silver. 

Galaxy Heat Resisting  Aluminium   GGSSFF  77 
Paint - HT                               
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Drying time at 300C: 
Touch Dry      :  6 hrs. 
Dry to Handle :  24 hrs. 

Application Details : 
Mixing            :  Stir thoroughly with a flat  

paddle until homogeneous. 
Method           :  Brush, Roller and special  

adjusted Airless spray. 
Thinning         :  Not recommended. 
Cleaning         :  Use H.R. Thinner. 
Coverage        :  4-5 sq metre/litre. 
No. of Coats  :  Two. 

Remarks:  
The surface should be painted when cold and allowed to dry for 
minimum 24 hours before heat is applied, otherwise blistering 
and bubbling will occur. This product only cures fully on heating 
to 2000C. 
Do not use above the maximum temperature limits specified. 

 
Pack size:    4 litres. 
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Description: 

Galaxy Bituminous Aluminium Paint is based on a specially 
selected bitumen solution combined with aluminium flake 
pigment. 
 
Galaxy Bituminous Aluminium Paint is specially recommended as 
a heat reflecting protective coating for roofs.  On such areas, the 
aluminium will reflect the heat of the sun and assist in reducing 
the inside temperature of the building.  Galaxy Bituminous 
Aluminium Paint is also ideal for coating the exterior of pipelines 
and oil storage tanks. 

Physical Data: 
Binder : Organic. 
Appearance : Aluminium lustre. 
Colour : Silver grey. 

 
Drying Time at 30o  c: 

Touch Dry : 2 hrs. 
Hard Dry : 6 hrs. 
Recoating : After 6 hrs. 

 
Application Details: 

Mixing : Stir thoroughly with a flat paddle until  
Homogeneous. 

Method : Brush or Roller or air spray. 
Coverage : 8-10 m2/litre. 
Thinning : Not recommended. 
Cleaning : Galaxy Mineral Turpentine. 
No. of Coats : Minimum 2. 

 
Remarks:  

Apply with light strokes in one direction. Lightly lay off to avoid 
streak marks. 

 
Pack size:    4 litres. 
 

Galaxy Bituminous Aluminium   GGSSFF  88 
Paint                               
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Description: 

Galaxy Bituminous Paint is based on a non-toxic, non-staining, 
inert bituminous resin system. Good penetration property 
enhances adhesion onto the substrate.Galaxy Bituminous 
composition is designed for use on the internal surfaces  of steel 
water storage tanks.  

 
Physical Data: 

Binder : Bitumen/Coal tar combination. 
Appearance : Glossy. 
Colour : Black. 

 
Drying Time at 30oc: 

Dust Dry : Approx. 1 hour. 
Hard Dry : 8 hours. 
Recoating : After 16 hours. 

 
Application Details: 

Mixing : Stir thoroughly with a flat  
paddle until homogeneous. 

Method : Airless spray, Air spray, Brush and  
Roller . 

Coverage : 12 m2/litre. 
Thinning : Not required. 
Cleaning : Use Galaxy Mineral Turpentine. 
No. of Coats :  Minimum 2. 

 
 
Pack size:    4 litres.  
 

Galaxy Bituminous Paint        GGSSFF  99 
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Description: 

Galaxy Swimming Pool Paint is based on Chlorinated 
Rubber/Plasticisers. Specially formulated for painting concrete 
swimming pools, its coating is unaffected by water, chlorine and 
salt. A self priming product, it also prevents the growth of algae 
and fungus. 

Physical Data: 
Binder           :  Chlorinated Rubber/Plasticiszer  

combination. 
Pigments        :  Rutile Titanium Dioxide and/or  

colour pigments and functional  
extenders. 

Colour Range :  Blue, white and green. 
Appearance    :  Glossy. 
No. of Components:  One. 
Flash Point    :  26 oC. 

Drying time at 30oc: 
Touch Dry    :  Approximately 30 minutes. 
Hard Dry       : Approximately 16 hours. 

Application Details: 
Mixing          : Stir thoroughly with a flat  

paddle until homogeneous 
Method          : Brush, Roller or Spray. 
Thinning       :  Use C.R. Thinner. 
Percentage  
of Thinner  :  For porous surfaces, thin first  

coat with 10-12% maximum by 
volume with C.R. Thinner to aid 
penetration. For conventional 
spraying, thin with 8% by volume 
with C.R. Thinner. 

Cleaning        :  Use C.R. Thinner. 
No. of Coats  :  Minimum 2. 
Coverage       :   8 sq metre/litre. 
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Remarks:  

Galaxy Swimming Pool Paint       GGSSFF  1100 
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Galaxy Swimming Pool Paint should be applied directly on 
cleaned and thoroughly dried concrete. Because of its self-
priming properties, the first coat should be applied after 25% 
thinning with C.R. Thinner to ensure good penetration. 
Subsequent coats should be diluted 5-10% for ease of application. 
Usually three coats of application are recommended. Painting 
under the hot sun should be avoided to prevent solvent 
bubbling. 
After painting, the pool must be allowed to dry for         atleast 
seven days before filling. 

 
 
Pack size:     4 litres. 
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Description: 

Galaxy Acrylic Non Yellowing Paint is an excellent quality solvent 
based, glossy finish formulated with a high performance acrylic 
resin. 
A fast drying finish, it has exceptionally high UV and weather 
resistance.  Unique advantages are its excellent coverage, flow 
and non-yellowing properties. 
It is designed for interior and exterior use as a decorative and a 
protective coating over a wide range of substrates like wood, 
metal, concrete and mortar. 

  
Physical Data: 

Binder          :  Acrylic resin. 
Pigments        :  Rutile Titanium Dioxide . 
Colour       :  White. 
No. of Components:  One. 
Appearance     :  Glossy. 
Flash point      :  270c. 

 
Drying time at 30oc: 

Touch Dry  :  30 minutes. 
Through Dry  :  2 hrs. 

 
Application Details: 

Mixing             : Stir thoroughly with flat paddle  
until homogeneous. 

Method          : Brush , Roller or Spray. 
Thinning        :  Acrylic 1K Thinner. 
Percentage of Thinner:  5% by volume. 
No.of Coats    :  Minimum 2. 
Coverage                :  8-10 sq metre/litre. 

Remarks:  
Priming coats: Use Two Pack Epoxy Primer or Two Pack Acrylic 
Primer or One Pack Acrylic Primer. 

 
  
Pack size:     4 litres.   
  

Galaxy Acrylic  Non-yellowing           GGSSFF  1111 
Paint                               
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Description: 

Galaxy Chlorinated Rubber Paint is a single pack Hi-Build C.R.-
based coating having an excellent maintenance property.  
A hard wearing, chemical resistant finish for use in laboratories, 
chemical factories, breweries, dairies, food factories and bottling 
plants, hospitals, clinics, etc., this can be applied on plastered and 
cement rendered walls in addition to metal and timber surfaces.  
Especially recommended for coating the walls of properly 
constructed (dry) concrete swimming pools. 

 
Physical Data: 

Binder  :  Chlorinated Rubber/Plasticiser  
combination. 

Pigments  :  Rutile Titanium Dioxide and/or  
colour pigments and functional   
extenders. 

Colour Range:  White and as per shade card. 
Appearance  :  Eggshell. 
No. of  
Components :  One. 
Flash Point  :  26 oC. 

 
Drying time at 30oc: 

Touch Dry  :  Approximately 30 minutes. 
Hard Dry      : Approximately 5 hours. 

 
Application Details: 

Mixing          :  Stir thoroughly with a flat paddle  
until homogeneous. 

Method         : Brush, Roller or Spray. 
Thinning   : Use C.R. Thinner. 
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Application Details: Percentage  
of Thinner : For porous surfaces, thin first coat  

with 10-12% maximum by volume of  
C.R. Thinner to aid penetration. For  

Galaxy Chlorinated Rubber Paint       GGSSFF  1122 
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conventional spraying, thin with 8%  
by volume of C.R. Thinner. 

Cleaning    :  Use C.R. Thinner. 
No. of Coats :  Minimum 2. 
Coverage    :   8 sq metre/litre. 

 
Remarks: 

When coating the inside of drinking water tanks, fish tanks, etc. 
allow the paint to fully harden then flush out thoroughly with 
clean water before use. Low temperatures and high humidity 
retard drying. 

 
 
Pack size:    4 litres. 



 
    

Galaxy Paints                       
                              Your Perfect Choice 

 
 

 
Description: 

Galaxy Two Pack Acrylic Enamel is a pigmented, two component 
chemically cured Polyhydroxy Acrylic resin based coating. The 
Galaxy Two Pack Acrylic Enamel is designed to meet general 
interior and exterior applications. 
It is recommended for use where a very high degree of 
performance is required and where conventional paints would be 
unsuitable. 
Galaxy Two pack Acrylic enamel has excellent adhesion, flexibility 
and abrasion resistance coupled with outstanding resistance to a 
wide range of chemicals including alkalies, mild organic acids, 
oils, solvents, and water. 
It  can be used for garden furniture, stove panels, hospital 
equipment, office furniture, factory machinery, tractors and farm 
implements, burglar bars and security gates, frame work, 
cladding and oil tank.  

 
Physical Data: 

Binder       : Hydroxy Acrylic resin. 
Pigments   :  Rutile Titanium Dioxide and stable  

coloured pigments.  
Colour       :  White and shades as per shade card. 
No .of  
Components :  Two. 
Mixing ratio :    Base  :  hardener. 
By volume               4   :     1  
Appearance :   Glossy. 
Pot life  
after mixing :  Approximately 6 hrs. Discard unused  

material after this time. 
Drying time at 300C 

Touch dry  :  30 minutes. 
Dry to handle:  4 hrs. 
Full cure :  7 days. 
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Application Details: 

Mixing : Stir both base and hardener  
containers until homogeneous. Mix  

Galaxy Acrylic  Enamel          GGSSFF  1133 
 (Two Pack)                               
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the components in the ratio by  
volume as specified. Allow an  
induction period of 20 minutes prior  
to application. 

Method :  Brush and Air spray. 
Coverage : 8-10 sq metre/litre at 40 Microns 
Recommended 
DFT  : Min : 30 Microns. 
Thinning      :  Galaxy 2K Acrylic thinner. 
Percentage  
of thinner :  8% maximum by volume for spray. 
No. of Coats : Minimum three for new work. 
                               One or two for repainting. 
Cleaning     :  Use Galaxy Standard thinner. 

Remarks: 
To achieve maximum life to this coating use Galaxy 2 Pack Epoxy 
Primer as a prime coat for metals. 

 
Pack sizes:    4 litres and 1 litre. 
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Description: 

Galaxy Two Pack Epoxy Enamel is a two component finishing 
coat for application on to suitably primed ferrous metals, 
galvanized surfaces, concrete, cement plaster and wood. 
Galaxy Two Pack Epoxy Enamel has excellent adhesion, flexibility 
and abrasion resistance coupled with outstanding resistance to a 
wide range of chemicals including alkalis, mild organic acids, oils, 
many solvents, industrial atmospheric pollution, and water. 
Galaxy Two Pack Epoxy Enamel is recommended for use where a 
very high degree of performance is required and where 
conventional paints would be unsuitable. It is also used as a 
coating for screed floors. 

 
Physical Data: 

Binder        :  Epoxy-Polyamide combination. 
Pigments   :   Stable Functional color pigments and  

Extenders. 
Appearance :  Glossy. 
Colour  :   White and as per Shade card. 
No. of  
Components : Two. 
Mixing Ratio :   Base : Hardener. 
(By volume)        4   :  1                                  
Pot Life :  Approximately 6 hrs after mixing.  

Discard unused material after this  
Time. 

 
Drying time at 300c: 

Touch Dry  :  Approximately 2 hrs. 
Recoating   :   After 16 hrs. 
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Application Details : 

Mixing        : Stir both base and hardener  
containers until homogeneous. Mix  

Galaxy Epoxy Enamel          GGSSFF  1144 
(Two Pack)                               
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the components in the ratio by  
volume as supplied. Allow an  
induction period of  
15 minutes prior to application. 

Method       :  Airless spray, Airspray, Brush or  
Roller. 

Coverage    : 8 sq metre/litre. 
Thinning     : Galaxy Epoxy Thinner. 
Percentage  
of Thinner : 5% maximum by volume for brush  

and 10% by volume for spray. 
Cleaning     :   Galaxy Epoxy Thinner. 
No. of Coats :  Minimum 2 for new work, 1 or 2 for  

repainting 
 

Remarks:  
The performance of this product will depend on the degree of 
surface preparation. It is important that this product should not 
be applied directly to any substrate, but over recommended 
primer only.             

 
Pack size:    4 litres. 
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Description: 

Galaxy Epoxy HB Tank coating is a Two-Pack air drying finish 
designed for use on metal and concrete tanks. It provides 
maximum protection to the metal in addition to a sound base for 
the subsequent Epoxy and Acrylic Paint systems. Also suitable for 
potable water tanks, marine & off shore conditions. 
An ideal tank coating for steel, and it is unaffected by exposure 
to severe environments when overcoated with a suitable finishing 
paint system. 

 
Physical Data: 

Binder  : Epoxy/Polyamide resin  
Combination. 

Pigments  : Titanium Dioxide and  
functional extenders. 

Appearance  : Matt. 
Colour  : As per shade card. 
No. of Component : Two. 
Mixing Ratio  : Base : Hardener. 
(By volume)                4  :   1 
Pot Life   : Approx. 6 hours after mixing at  

300c. 
Drying Time: 

Dust Dry  : Approx 2 hrs at 300c. 
Hard Dry  : 16 hrs. 
Re coating   : After 6 hrs. 

Application Details: 
Mixing  : Base and the hardener to  

be mixed in the supplied ratio  
and  alowed to mature for 15  
minutes. 
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Application Details: Method  : Brush, Airless spray or  

Galaxy High Build Epoxy Tank     GGSSFF  1155 
Coating (Two Pack)         
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Air spray. 
Airless spray data:  
Nozzle 0.015²,  
Pressure 150 kg/cm2 .  

Coverage  : 8-10 m2/litre. 
Thinning  : Epoxy Thinner. 
Percentage of 
Thinner  : Brush 5% by volume. 
    Air spray 10% by volume. 
    Airless spray 5% by volume. 
No. of Coats  : Minimum 2 . 

 
Remarks: 

Steel surface should be blasted to sa 2.5 or mechanical cleaning 
to st 2. 
Galaxy Epoxy tank coating Two Pack to be applied at a DFT of 
50 microns per coat. 
For potable water tanks apply one coat of Two pack Epoxy Sealer 
– 2k before applying Epoxy Tank Coating. 

 
Pack size:   4 litres.  
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Description: 

Galaxy Epoxy Aluminium paint is a Two Pack Product designed 
for use on metal surfaces. It provides maximum protection and 
excellent corrosion resistance to the metal in addition to a sound 
base for the subsequent Epoxy and Acrylic Paint systems. It is an 
excellent finish for Equipments, machineries and pipelines in 
pharmaceuticals, fertilizer units, chemical processing industries, 
refineries and petrochemical complexes. Also recommended for 
solvent storage tank exteriors.  
It is unaffected by exposure to severe environments when 
overcoated with a suitable finishing paint system. 

 
Physical Data: 

Binder  : Epoxy/Polyamide resin  
combination. 

Pigments  : Aluminium. 
Appearance  : Lusterous. 
No. of Component : Two. 
Mixing Ratio  : Base : Hardener. 
(By volume)                 4  :  1 
Pot Life   : Approx. 6 hours after mixing at  

300c. 
Drying Time: 

Dust Dry  : Approx 1 hr at 300c. 
Hard Dry  : 16 hrs. 
Recoating   : Minimum 16 hrs. 
                                     Maximum 48 hrs. 

 
Application Details: 

Mixing  :  Base and the hardener to be  
mixed in the supplied ratio and   

                                       allowed to mature for 15  
minutes. 

 
….2 

 
 

(2)     GGSSFF  1166 
 
 
 
Application Details: 

Galaxy Epoxy Aluminium       GGSSFF  1166 
Paint (Two Pack)   
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Method  : Brush, Airless spray or  

Air spray.  
Airless spray data:  
Nozzle 0.015²,  
Pressure 150 kg/cm2 

Coverage  : 16 m2/litre at 25 microns DFT. 
Thinning  : Epoxy Thinner. 
Percentage of 
Thinner  : Brushing  0-3%  by volume. 

Air spray 8% by volume. 
No. of Coats  :  Minimum 2. 

 
Remarks:  

Steel surface should be blasted to sa 2.5 or mechanical cleaning 
to st 2. 
Galaxy Epoxy Aluminium Two Pack to be applied at a DFT of 25 
microns per coat. 
Subsequent Coats: Galaxy Epoxy Enamel Two Pack or Galaxy 
Polyurethane 2k should be applied after 16 hours but within 7 
days. 

 
Pack size:   4 litres. 
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Description: 

Galaxy Polyester Roller Coating is based on Polyester Resin with 
good stamping, tooling properties and possesses excellent colour 
retention properties. Galaxy Polyester Roller Coating White is 
formulated for coating in tin plates suitable for body can jobs. 
Properly cure system gives a tough metal decorating coating with 
highest hot stacking resistance. 
Conventional and UV curable ink receptivity of the cured coating 
is excellent. 

 
Physical Data: 

Binder             :  Polyester, Non-Yellowing type. 
Pigment          :  Rutile Titanium Dioxide. 
Colour            :  White. 
No. of Components: one. 
Specific Gravity  :  1.3 
Supply viscosity  
at 300C  : 180 sec. Ford cup B4. 
Stoving cycle  :  170-1900C / 10-12 minutes  

peak temperature. 
Recommended 
film weight  :  11-15 grams/sq.meter. 
Wedge Band test :  > 80% (check with copper  

sulphate). 
Flash point   :  260C. 
Coverage   :  12.5 gms/sq.meter. 
Gloss 600   :  85. 
Type of thinner :  Roller Coating thinner. 

 
Application details: 

For plain body can jobs where tooling is not required, Galaxy 
Polyester Roller Coating White may be applied without prior 
application of size. 
The product may be reduced with roller coating thinner to 
adjust viscosity. 
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(2)     GGSSFF  1177 
 
 

Application details: 
It is formulated for use in Roller Coating machines. 

Galaxy Polyester Roller Coating         GGSSFF  1177 
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Application viscosity should to be adjusted to suit particular 
machine speed and conditions. 

 
Remarks: 

 The stoving schedule and application parameters are 
recommendations only and may require to be altered to suit the 
conditions and efficiency of the equipment employed.  

 
Pack sizes:    200 litres and 20 litres. 
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Description: 

Galaxy overprint varnish is a finishing varnish for tin plates, 
aluminium and tin free steel. 
Formulated to suit roller coating application. On stoving it 
provides excellent gloss, colour and mar resistance. 

 
Physical Data: 

Binder            :  Polyester resin. 
Viscosity         :  80 sec. On Ford cup B4. 
Stoving cycle  :  160oC for 15 minutes. 
Dry film weight  :  4.6 – 6.2 grams / sq.meter. 
Wedge bend test :  passes more than 50%. 
Flash point      :  38 0C. 
Gloss (600 angle) :  85. 

 
Application Details: 

Method        : By Roller coating machine. 
Galaxy Overprint varnish does not 
affect the inks. Flow and leveling is 
excellent and varnish does not 
require further dilution. 

 
Remarks:  

Galaxy Overprint varnish is suitable for Universal body can jobs 
where severe tooling is not necessary. It will pass more than 50% 
on wedge bend test(check flaking with copper sulphate solution) 
The varnish is resistant to UV degradation and colour retention 
is excellent. 

 
Pack sizes:    200 litres and 20 litres.  
 

Galaxy Overprint Varnish          GGSSFF  1188 
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Description: 

Galaxy Heat Resisting Aluminium Paint is based on a modified 
resin system pigmented with aluminium flake pigment. 
It provides a high temperature resistant finish for areas subjected 
to high temperature up to a maximum of 2000C. 
This product is recommended for stacks, retorts, furnaces, 
boilers, exhausts and metal parts, which operate at elevated 
temperature. 

Physical Data: 
Binder           :  Modified resin. 
Pigments        :  Aluminium. 
Appearance   :  Glossy. 
No. of Components:  One. 
Colour           :  Grey silver. 

Drying time at 300C: 
Touch Dry      :  6 hrs. 
Dry to Handle :  24 hrs. 

Application Details : 
Mixing            :  Stir thoroughly with a flat  

paddle until homogeneous. 
Method           :  Brush, Roller and special  

adjusted Airless spray. 
Thinning         :  Not recommended. 
Cleaning         :  Use H.R. Thinner. 
Coverage        :  4-5 sq metre/litre. 
No. of Coats  :  Two. 

Remarks:  
The surface should be painted when cold and allowed to dry for 
minimum 24 hours before heat is applied, otherwise blistering 
and bubbling will occur. This product only cures fully on heating 
to 800C. 
Do not use above the maximum temperature limits specified. 

 
Pack size:    4 litres. 
 
 
 

 

Galaxy Heat Resisting  Aluminium     GGSSFF  1199 
Paint                             
           
     
 

 

 

Galaxy Swimming Pool Paint - HP     GGSSFF  2200 
(Two Pack)                               
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Description: 

Galaxy Swimming Pool Paint - HP a two component finishing 
coat for application on to suitably sealed and primed concrete 
surface. 
Galaxy Swimming Pool Paint – HP has excellent adhesion, 
flexibility and abrasion resistance coupled with outstanding 
resistance to a wide range of chemicals including alkalis, mild 
organic acids, oils, many solvents, industrial atmospheric 
pollution, and water. 
Galaxy Swimming Pool Paint - HP is recommended for use where 
a very high degree of performance is required and where 
conventional paints would be unsuitable. It is also used as a 
coating for screed floors. 

 
Physical Data: 

Binder        :  Epoxy-Polyamide combination. 
Pigments   :   Stable Functional color pigments and  

Extenders. 
Appearance :  Glossy. 
Colour  :  Blue and Green. 
No. of  
Components : Two. 
Mixing Ratio :   Base : Hardener. 
(By volume)        4   :  1                                  
Pot Life :  Approximately 6 hrs after mixing.  

Discard unused material after this  
Time. 

 
Drying time at 300c: 

Touch Dry  :  Approximately 2 hrs. 
Recoating   :   After 16 hrs. 
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Application Details : 

Mixing        : Stir both base and hardener  
containers until homogeneous. Mix  
the components in the ratio by  
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volume as supplied. Allow an  
induction period of  
15 minutes prior to application. 

Method       :  Airless spray, Airspray, Brush or  
Roller. 

Coverage    : 8 sq metre/litre. 
Thinning     : Galaxy Epoxy Thinner. 
Percentage  
of Thinner : 5% maximum by volume for brush  

and 10% by volume for spray. 
Cleaning     :   Galaxy Epoxy Thinner. 
No. of Coats :  Minimum 2 for new work, 1 or 2 for  

repainting 
 

Remarks:  
The performance of this product will depend on the degree of 
surface preparation. It is important that this product should not 
be applied directly to any substrate, but over recommended 
primer only.           
 
After painting, the pool must be allowed to dry for         at least 
seven days before filling. 
 

 
Pack size:    4 litres. 
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Description: 

Galaxy Vinyl Size is a Priming varnish for tin plates, aluminium 
and tin free steel. 
Formulated to suit roller coating application. On stoving it 
provides excellent base coat for subsequent coats. 

 
 
Physical Data: 

Binder            :  Vinyl – Epoxy combination. 
Viscosity         :  50 sec. On Ford cup B4. 
Stoving cycle  :  160oC for 15 minutes. 
Dry film weight  :  1.6 – 2.2 grams / sq.meter. 
Flash point      :  38 0C. 
Gloss (600 angle) :  25. 

 
 
Application Details: 

Method        : By Roller coating machine. 
Galaxy Vinyl Size does not affect 
the inks. Flow and leveling is 
excellent and varnish does not 
require further dilution. 

 
. 

 
Pack sizes:    200 litres and 20 litres.  
 

Galaxy Vinyl Size               GGSSFF    2211 
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Description: 

Galaxy Marine Enamel is an extremely durable superior quality 
coating where a glossy and durable finish is required. 
It is meant to withstand oceanic environments where not in 
constant contact with water. Suitable for use on wood metal, 
plaster, wallboards, over an appropriate primer and undercoat. 

Physical Data: 
Binder          :  Modified Alkyd. 
Pigment        :  Rutile Titanium Dioxide and  

fuctional pigments. 
Appearance   :  Glossy. 
No. of Components:  One. 

Drying time at 300C 
Touch Dry   :  3 hrs. 
Hard Dry     :  16 hrs. 
Recoating   :  16 hrs. 

Application Details: 
Method  : Brush, Roller,  or  Spray . 
Mixing  : Stir thoroughly with a flat  

paddle and stir Periodically during 
use. 

Thinning:  : Not normally necessary to thin  
for brush and Roller  
application. For spraying, thin  
approximately 10% by  
volume. 

Thinner  : Galaxy Mineral Turpentine. 
Colour Range : White and colours. 
Coverage  : 10-12  m2/litre. 
No. of Coats    :          Minimum 2. 

Remarks:  
Prime the surface with Galaxy Universal Undercoat followed by 
two coats of marine enamel. 

 
Pack size :    4 litres. 
 

Galaxy Marine Enamel      GGMMFF  
11 
(Above the Water Line)                               
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Description: 

Galaxy Marine Deck Paint is a durable weather resistant coating. 
It is applied to suitably prepared and primed surface. This 
product is suitable to the harsh marine environment.  

 
Physical Data: 

Binder         :   Modified alkyd with rubberised  
polymer. 

Pigment       :  Rutile Titanium Dioxide. 
Appearance  :  Glossy. 
No. of  
Components:  One. 

 
Drying time at 300C 

Touch Dry  :  3 hrs. 
Hard Dry    :  16 hrs. 
Recoating  :  16 hrs. 

 
Application Details : 

Method : Brush, Roller, or  Spray. 
Mixing : Stir thoroughly with a flat paddle and  

stir periodically during  use. 
Thinning: : Not normally necessary to thin for  

brush and roller   application. For  
spraying, thin approximately 10% by  
volume. 

Thinner : Galaxy Mineral Turpentine. 
Colour Range: White and colours. 
Coverage : 10-12  m2/litre. 
No. of Coats :         Minimum 2. 

 
Pack size:    4 litres. 
 

Galaxy Marine Deck Paint          GGMMFF  22 
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Description: 

Galaxy Soft Antifouling Paint retards the growth of marine fauna 
on ship bottoms. It is recommended for vessels in 
intercontinental trade sailing through tropical waters. When 
applied at a film thickness of about 6 mils, it gives dependable 
low cost and fair protection for about a year in normal service. It 
is easy to clean and remove at haul out, which prevents paint 
build up.  

Physical Data: 
Binder          :  Rubberized polymer. 
Pigments      :  Coloured pigments and  

functional extenders. 
Appearance  :  Semi gloss. 
Colour          :  Red. 
No. of Components:  One. 

Drying time at 300C: 
Touch Dry  :  45 minutes. 
Hard Dry    :  3 hrs. 

Application Details: 
Mixing           :   Mix thoroughly with a flat  

paddle until homogeneous. 
Method          :  Brush, Spray or Roller. 
Thinning        :  Use  Soft Antifouling Thinner. 
Percentage of Thinner:  5-8% maximum by volume. 
Cleaning        :  Use Galaxy Soft Antifouling  

Thinner. 
No. of Coats  :  Minimum 3. 

Remarks:  
For new hulls, prime with Epoxy Primer and apply three coats of 
Antifouling Paint. Apply two coats per season on the hull and 
three on the leading and trailing edges, waterline rudder and 
kneel. The more you apply the more antifouling protection. 

Caution:   
Do not apply on aluminium / alloy or Zinc sprayed surfaces as 
antifouling contains Copper. 

 
Pack size:    4 litres 
 

 
 
Description: 

Galaxy Hard Antifouling Paint is  a two component product for 
use on underwater Aluminium surfaces such as hauls and lower 
units of outboards and is equally compatible on fibreglass, wood 

Galaxy Soft Antifouling Paint       GGMMFF  33 
                               
           
     
 

 

 

Galaxy Hard Antifouling Paint       GGMMFF  44 
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or other underwater metals. This blend of resin and biocides, 
when properly applied over primer, offer excellent antifouling 
protection. It is recommended for use below the waterline in 
fresh, salt and brackish water. Galaxy Hard antifouling paint 
offers solid protection against all types of fouling including Zebra 
mussels. 

Physical Data: 
Binder        :  Epoxy-Polyamide combination . 
Pigments   :   Stable Functional color pigments and  

extenders. 
Appearance :  Glossy. 
Colour  :   Red. 
No. of  
Components : Two. 
Mixing Ratio :  Base: Hardener. 
(By volume)      4  :  1                                  
Pot Life :  Approximately 6 hrs after mixing.  

Discard unused material after this  
Time. 

 
Drying time at 300c: 

Touch Dry  :  Approximately 2 hrs. 
Recoating   :   After 16 hrs. 
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Application Details : 

Mixing        : Stir both base and hardener  
containers until homogeneous. Mix  
the components in the ratio by  
volume as supplied. Allow an  
induction period of  
15 minutes prior to application. 

Method       :  Airless spray, Airspray, Brush or roller 
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Coverage    : 8 sq metre/litre. 
Thinning     : Galaxy Hard Antifouling Thinner. 
Percentage  
of Thinner : 5% maximum by volume for brush  

and 10% by volume for spray. 
Cleaning     :   Galaxy Hard Antifouling Thinner. 
No. of Coats :  Minimum 2 for new work, 1 or 2 for  

repainting 
 

Remarks:  
The performance of this product will depend on the degree of 
surface preparation. It is important that this product should not 
be applied directly to any substrate, but over recommended 
primer only.             

 
Pack size:    4 litres. 
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Description: 
Galaxy Two pack Auto Body Filler is a carefully designed product 
primarily used for repair work to damaged vehicle body. 
Quick drying, fast curing, easy application, good filling 
characteristics for all types of Auto-body repair work. Galaxy 
Auto body filler supports adhesion of the top coat and prevents 
from corrosion too.  

Physical Data: 
Binder                :  Pre-accelerated Unsaturated  

polyester Resin. 
Pigment              :  Rutile Titanium Dioxide and  

functional Extenders. 
Appearance        :  Matt 
Colour                :  Off-white. 
No. of Components :  Two. 
Mixing Ratio     :  Approximately 1%-2%  

Catalyst to Filler 
Pot life               :  3-4 minutes working time after  

mixing. 
Drying Time     :   4-5 minutes. 

Application Details : 
Mixing           :  Mix the base and the hardener  

uniformly. 
Method          :  Apply by putty knife-flexible  

plastic applicator. 
Coverage       :  Depends upon contour of area  

to be repaired. 
Thinner          :  Not recommended at all. Use  

as supplied. 
Overcoatabilty :  Can be overcoated  with  

Galaxy Automotive Primers  
and top coats. 
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Galaxy Auto Body Filler     GGAAFF  11 
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Remarks: 

Surface should be free from grease, oil, dust and water. Surface 
should be sanded and ground to remove all rust, paint, dirt etc. 
Use in a well ventilated flameproof area 

 
Pack sizes:     4 kgs and 2 kgs. 
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Description: 

Galaxy Spot Putty is a highly pigmented composition and is a 
rapid drying product based on Nitrocellulose. It is used to fill the 
deep or shallow surface indentation in the wood and metal. It 
dries quickly to enable early sanding. 
Ideal for filling cracks, imperfections and similar uneven surfaces 
of porous wood, veneers, MDF, chipboard, plywood. To be used 
as an intermediate coat in Nitrocellulose  and Acid Curing 
system. 

 
Physical Data: 

Binder          :  Alkyd / Nitrocellulose. 
Pigments      :  Rutile Titanium Dioxide and  

functional extenders. 
Appearance  :  Matt 
Colour          :  White and grey. 
No. of  
Components:  One 

 
Drying time at 300C: 

Touch Dry        :  10-15 minutes. 
Dry for sanding :  30 minutes 
Hard Dry          : 3 hrs. 
Flash Point    :  260C 

 
Application Details: 

Method         :  Spatula, filling knife or steel trowel. 
Thinning       :  If required use Galaxy Standard  

Thinner. 
Cleaning      :  Galaxy Standard Thinner. 

 
 
Pack sizes:    1kg and ½ kg. 
 
 
 
 

Galaxy Spot Putty           GGAAFF  22 
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Description: 

Galaxy Automotive primer is a superior quality NC based primer 
formulated for auto motive refinishing work. The product is 
viscous fast drying and allows early sanding after application. 
Due to its composition, it provides excellent filling properties and 
workability. It offers excellent adhesion to all suitable substrates. 
It is ideal for use in Automotive refinishing works and wooden 
works. 

Physical Data: 
Binder     : Nitrocellulose / Alkyd. 
Pigment  :  Rutile Titanium Dioxide and  

functional extenders. 
Appearance :  Matt. 
Colour  :  White and  Grey. 

 
Drying time at 300C 

Touch dry :  15-20 minutes. 
Hard Dry   :  3 hrs. 

 
Application Details: 

Mixing :  Mix thoroughly with a flat paddle  
until homogeneous. 

Method      :  Spray. 
Thinning    :  Use Galaxy Extra High gloss thinner  

or Galaxy Standard thinner. 
Percentage  
of thinner :  8 - 10% by volume for spray 
Cleaning     : Use Galaxy Standard thinner 
No. of Coats :  minimum three 
Coverage      : 8-10 sq metre/litre. 

Remarks: 
Apply two coats of Galaxy Auto Primer with intermittent sanding 
between the coats and apply three coats of Galaxy Automotive 
finish to get the best results. 

 
Pack sizes:    4 litres, 1 litre and ½ litre. 
 

Galaxy Automotive Primer        GGAAFF  33 
                               
           
     
 

 

 



 
    

Galaxy Paints                       
                              Your Perfect Choice 

 
 
 
Description: 

Galaxy Automotive Finish is a superior quality decorative and 
protective finish based on Nitrocellulose. It offers excellent colour 
retention, superior adhesion to all suitably primed substrates. It 
is ideal for use in Automotive refinishing works and wooden 
works. 

 
Physical Data: 

Binder          :  Nitrocellulose / Alkyd. 
Pigment    :  Rutile Titanium Dioxide and  

functional.  
Appearance  :  Glossy. 
Colour     :  White and as per shade card. 

 
Drying time at 300C 

Touch dry :  15-20 minutes. 
Hard Dry   :  3 hrs. 

 
Application Details: 

Mixing       :  Mix thoroughly with a flat paddle  
until homogeneous. 

Method      :  Spray. 
Thinning    :  Use Galaxy Extra High gloss thinner. 
Percentage  
of thinner :  8% by volume for spray. 
Cleaning     :  Use Galaxy Standard thinner 
No. of Coats :  Minimum three. 
Coverage      :  8-10 sq metre/litre. 

Remarks: 
Apply one coat of Galaxy Auto Primer white or grey followed by 
sanding and three coats of Galaxy Automotive Finish. 

 
Pack sizes:    4 litres, 1 litre and ½ litre. 

Galaxy Automotive Finish     GGAAFF  44 
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Description: 

Galaxy Two Pack Acrylic primer is a pigmented, two component 
chemically cured Polyhydroxyl Acrylic resin based primer. The Galaxy 
Two Pack Acrylic primer is designed to meet the refinishing works for 
cars, Busses and refrigerators. 
This is a versatile spray applied primer 
Galaxy Two pack Acrylic primer has excellent adhesion, flexibility and 
abrasion resistance coupled with outstanding resistance to a wide range 
of chemicals including alkalies, mild organic acids, oils, solvents, and 
water. 

Physical Data : 
Binder    :  Hydroxy Acrylic resin. 
Pigments  :  Rutile Titanium Dioxide and  

stable coloured pigments.  
Colour    :  White,Beige and shades as per  

shade card. 
No .of components :  Two. 
Mixing ratio   :    Base  :  hardener.  
By volume    4    :     1  
Appearance   :  Matt. 
Pot life after mixing : Approximately 5 hrs. Discard  

unused material after this time. 
Drying time at 300C 

Touch dry        :  30 minutes. 
Dry to handle  :  4 hrs. 
Full cure    :  7 days. 

Application Details: 
Mixing             :     Stir both base and hardener  

containers until homogeneous.  
Mix the components in the ratio  
by volume as specified. Allow an  
induction period of 10 minutes prior 
to application. 

Method  :  8-10 sq metre/litre. 
Thinning           :  Galaxy Two pack Acrylic thinner. 
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Application Details: 

 
Percentage of thinner: 8% maximum by volume for  

Galaxy Acrylic Primer              GGAAFF  55 
(Two Pack)                               
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spray. 
No. of Coats      :  minimum two for new work. One  

or two for repainting. 
Cleaning            :  Use Galaxy Standard thinner. 
 

Remarks:   Use Galaxy two pack auto acrylic enamel as finishing coat. 
 
 
Pack sizes:   4 litres, 1 litre and ½ litre. 
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Description: 

Galaxy Two Pack Auto Acrylic Enamel is a pigmented, two 
components chemically cured Acrylic resin based coating. It is 
specifically formulated as a high performance finish for 
refinishing cars, busses, trucks, refrigerators etc. The Galaxy Two 
Pack Acrylic enamel is recommended for use where a very high 
degree of performance is required and where conventional paints 
would be unsuitable 
Galaxy Two pack Acrylic enamel has excellent adhesion, flexibility 
and abrasion resistance coupled with outstanding resistance to a 
wide range of chemicals including alkalies, mild organic acids, 
oils, solvents, and water. 
Can be used for garden furniture, stove panels, hospital 
equipment, office furniture, Plant and machinery, tractors and 
farm implements, burglar bars, security gates, frame work and 
cladding   

Physical Data: 
Binder      : Acrylic resin. 
Pigments   : Rutile Titanium Dioxide and  
   stable, lightfast pigments. 
Colour       :  White and shades as per shade card. 
No .of  
Components :  Two. 
Mixing ratio : Base :  hardener  
By volume           4   :     1  
Appearance  :   Glossy. 
Pot life  
after mixing : Approximately 6 hrs. Discard unused  
   material after this time. 

Drying time at 300C 
Touch dry  :  30 minutes. 
Dry to handle:  4 hrs. 
Full cure :  7 days. 

. 
….2 

 

(2)     GGAAFF  66 
 

 
 
Application Details: 

Mixing  :  Stir both base and hardener  

Galaxy Auto Acrylic Enamel        GGAAFF  66 
(Two Pack)                               
           
     
 

 

 



 
    

Galaxy Paints                       
                              Your Perfect Choice 

containers Until homogeneous. Mix the 
components in the ratio by volume as 
specified. Allow an induction period of 20 
minutes prior to application. 

Method :  8-10 sq metre/litre. 
Thinning    :  Galaxy Two pack Acrylic thinner. 
Percentage  
of thinner : 8% maximum by volume for spray. 
No. of Coats  :  minimum three for new work. 

One or two for repainting. 
Cleaning    :  Use Galaxy Standard thinner. 

 
Remarks: 

To achieve maximum life to this coating use Galaxy Two Pack 
Epoxy or Galaxy Two pack Acrylic Primer as a prime coat. 

 
Pack sizes:    4 litres, 1litre and ½ litre. 
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Description: 

Galaxy Stucco Putty is a premium quality aqueous ready to use 
filler for masonry and wood substrates. It is used to fill 
imperfections such as cracks and blow holes and may be used to 
rectify uneven surfaces.  

Physical Data: 
Binder       : Acrylic co-polymer. 
Pigment    :   Rutile Titanium Dioxide and  

Functional extenders. 
Appearance :  Matt. 
Colour       :  White. 

 
Drying time: 

Touch Dry    :  Approximately 30 minutes. 
Dry to sand :  1 hr. 

 
Flash Point :   Nonflammable. 
 
Application method: 

Stucco Putty may be used internally and externally to a variety of 
suitably prepared substrate and is applied by spatula, filling knife 
or a steel trowel. Stucco putty is supplied ready for use. Stir 
before use but DO NOT THIN. 

 
Remarks: 

Do not apply at coating thickness exceeding 3 mm, as shrinking 
may occur.  

 
Subsequent coat: 

To get the best desired results, apply Galaxy Silk Vinyl or Galaxy 
Weatherguard. 

 
Pack sizes:    35 kgs and 8 kgs. 
 
 
 

  
 
 
Description: 
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Galaxy Steel /Wood Putty is a oil based putty which is 
formulated for exterior and interior metal works and wooden 
works. 
It gives an anti-corrosive protection to steel and good adhesion 
and water-proofness to wood. 
Due to its ease of application and durability, it is recommended 
to a variety of prepared substrates. 

 
Physical Data: 

Binder        :  Modified Alkyd. 
Pigment     :  Functional extenders. 
Colour       : Grey and Off-white. 
Appearance : Matt. 

 
Drying time at 300C 
 

Touch Dry   :  1 hr. 
Hard Dry     :  overnight. 

 
Application Details: 

Lightly sand entire surface. Remove all dirt, grease, loose and 
friable particles.  
Using a spatula or trowel, apply uniformly to get an extremely 
smooth surface. 

 
Remarks: 

Galaxy Steel /Wood putty has excellent sanding properties and 
provides good adhesion for the top coats. 

 
Pack sizes:   30 kg, 5kg and 1kg. 
 



 
    

Galaxy Paints                       
                              Your Perfect Choice 

 
 
 
Description: 

Galaxy Paint Remover is a ready-for-use methylene chloride 
based paint stripper for removing paints and varnishes.  
Galaxy Paint Remover is a quick acting and highly penetrative 
remover suitable for use on cellulose paints, synthetic air drying, 
stoving paints and water-based emulsion. 
It can be used on metal, wood, masonry and fibre glass surfaces 
and is not recommended for two pack epoxy and polyurethane 
coating. 

Application Details:  
Apply a generous coat by brush and allow 5 minutes for reaction. 
Softened paint can then be easily removed with a scraper or pallet 
knife. After removing the paint, the surface should be thoroughly 
washed with water then cleaned with a solvent for oil paints to 
ensure removal of wax and grease. 

Mixing:  
Shake well before use. Pour just sufficient paint remover for 
immediate use into another container, which will accommodate  
paintbrush and close the container tightly to avoid evaporation 
of active ingredients. Apply briskly in heavy layers. 
Thinner : Ready for use. 
Colour :  Semi opaque. 
Coverage   : Approx. 2 m2/litre.     

Safety Precautions: 
1. It is necessary to ensure good ventilation as the  

vapour is strong and narcotic. 
2. Avoid smoking whilst using Galaxy Paint  
 Remover. 
3. Wear protective clothing, and avoid body contact. 
4. Do not use near naked flame or fire. 
5. In case of skin or eye contact, flush with copious  
 amount of water. 
 

Pack sizes:    5 litres and 1 litre 
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Description: 

Galaxy Rust Remover is a Phosphoric Acid based product for the 
removal of light rust without damaging or corroding the metal. 

 
Physical Data: 

Appearance : Clear free flowing liquid.  
Colour : Transparent. 
Flash Point : Non flammable. 
Acidity          :         Highly corrosive.    

 
 
Application Details: 

Mixing : Shake well before use. 
Method : By brush. 
Substrate : Rusted mild steel. 
Thinner : Nil. 
Cleaning : Water. 

 
Remarks:  

Deep-seated rust may require more than one application. After 
washing, allow surface to dry and then prime immediately with 
Galaxy Metal Primer Red Oxide or Galaxy Zinc Chromate Primer.  
Use rubber gloves as the solution is acidic. Clean brush with 
water immediately after use. 

 
 
Pack sizes:   5 litres and 1 litre.  
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Description: 

Galaxy Fungicidal Wash is a ready to use highly effective liquid 
microbiocide for  disinfection and sterilisation of a variety of 
surfaces, including very porous ones.  
It protects the substrate for a long term.  

 
Physical Data: 

Composition : Organic mixture. 
 
Application Details: 

Method : Galaxy Fungicidal Wash should be  
applied liberally with a stiff brush to 
affected areas. Moss, lichens, etc. should be 
left undisturbed for 24 hours after 
application of Galaxy Fungicidal Wash 
before being removed.  Where growth of 
fungus, mould, etc. is pronounced, a 
second application of Galaxy Fungicidal 
Wash is advised. Stubborn infestations 
may require concentrated or a double 
treatment. Allow to react for 2-3 hours to 
destroy all micro organisms. 

Thinning : Not required. 
Coverage : 10 - 14 m2/litre. 

 
Remarks:  

Galaxy Fungicidal Wash may be used on surfaces where mould 
or fungus is present prior to painting. The use of Galaxy 
Fungicidal Wash insures the subsequent coats/systems. Protective 
glasses should be worn where there is a danger of splashing. 
Contact with the skin may cause irritation and immediate 
washing with soap and water is advised. 

 
Pack sizes:     20 litres and 5 litres.  
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Description: 

Galaxy Roofing compound is a Bitumen-based sealant formulated 
primarily for filling gaps, cracks, splits and at points of potential 
weakness such as joints and fixings. 
It is recommended to be used in structural joints on civil 
constructions, foundations and on sites of concrete water storage 
tanks. 

 
Physical Data: 

Binder           :  High quality Bitumen. 
Pigments        :  Functional. 
Colour           :  Black. 

 
Application Details : 

Scoop the sealant and apply evenly on the cracks and gaps to get 
a uniform smooth finish. 
 
Thinner     :  Do not thin. 
Cleaning     :  Use Galaxy Mineral  

Turpentine. 
 

 
Pack sizes:  1 kg and ½ Kgs. 
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ONE CLICK……… You are at the right selected colour. 
 

Galaxy colour Bank offers a choice of over 5000 shades with various levels of gloss in three 
types of products comprising of Enamels and Emulsions.  
 
Products are suitable for both interior and  exterior  applications. This system allows paint 
outlets to custom tint colours ranging from soft, offwhite to bold, in true accent colours for 

designers, architects and consumers. 
 
 
 
 
 
 
 
 
 
 
Available Products: 

• Galaxy Weatherguard – 
(Water based) 

• Galaxy wash and Wear 
Silk – (water based) 

• Galaxy Supergloss Enamel – (Oil based) 
 

Available Systems  
For colour choice:-  

• RAL Colour 
• Coltec – 90 
• British Standard 5252F 
• Minicolour Nova 2024 
• NCS Second Edition. 
• RAL 841 – GL 

 
Pack sizes:  20 litres, 4 litres and 1 litre. 

 
 
 
 

 
 
 
 
 

NAME WHERE USED 
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1. Mineral Turpentine : Air drying Alkyd based products i.e. Gloss, Enamel, 

Undercoat, Metal Primers, Enamel Wood Finishes, 
Roofing and Floor Enamel, etc. 

 
2. Standard Grade Thinner(SPL) : General heavy-duty thinner. Also for Fast Dry auto 

enamels. 
 
3. Auto Standard Thinner : Automotive Nitrocellulose Finishes and Automotive 

Primer. 
 
4. Auto Extra High Gloss Thinner : Automotive Nitrocellulose Finishes and Primers. 
 
 
5. 2K Acrylic Thinner : 2K Acrylic Finishes for Automotive. 
 
 
6. Two Pack Epoxy Thinner : Two Pack Epoxy Enamels and Epoxy Primers. 
 
 
7. Chlorinated Rubber Thinner : Chlorinated Rubber Enamels, Swimming Pool  
  Paint and Road Marking Paints. 
 
8. Stoving Thinner : Industrial Stoving systems. 
 
9. Q.A.D. Thinner        : for Q.A.D. enamels and Hammer Finishes. 
 
 

  
 


